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11.08 Existing Building
Classification:

Building
Code Reference

Ontario 2024 Building Code Data Matrix
Part 11 - Renovation of Existing Building

Change in Major Occupancy:

Construction Index:
Hazard Index:

Importance Category:

11.2.1.1.

T 11.2.1.1.A.
T 11.2.1.1B TO N

4.2.1.(3).
5.2.2.1.(2)

11.04 Description: [A]1.4.1.2.Building Area (m²) Existing
Building Area (m² ): m²

11.0 Building Code
Version:

11.01 Project Type: Addition Renovation Addition and Renovationx

Change of use
Description:  Renovation to the existing one storey school building to provide for
a renovation to the existing main office area and provision for a new barrier-free
washroom. Area of renovation is 146.92m2.

11.02 Major Occupancy
Classification:

Occupancy Use

[A]1.1.2.

3.1.2.1.(1)
Group A, Division 2 Elementary School

11.03 Superimposed
Major
Occupancies:

3.2.2.7Nox Yes
Description:

0
New

m²
Total

m²

11.05 Building Height 1 Storey Above Grade
0 Storey Below Grade

3.90 (m)  Above Grade [A]1.4.1.2. &
3.2.1.1.

11.06 Number of Streets/
Firefighter Access

1 Street(s) 3.2.2.10. & 3.2.5.

11.07 Building Size T.11.2.1.1.B.-N.Small x Medium Large >Large

Yes x Not Applicable
          (no change of major occupancy)

-

Low
High

Normal
Post-disasterx

*Building is an elementary school.

11.09 Renovation Type: Basic Renovation Extensive Renovationx 11.3.3.1.
11.3.3.2.

Name of Practice:
ward99 architects inc.
7611 Pine Valley Dr. Unit 11, Woodbridge ON L4L0A2
TEL: 416-613-5880

Name of Project:
TRILLIUM JUNIOR PUBLIC SCHOOL INTERIOR RENOVATIONS
WATERLOO REGION DISTRICT SCHOOL BOARD

Location:  79 Laurentian Dr, Kitchener, ON N2E 1C3

*Closest Classification:
O.B.C. 3.2.2.25.

11.13 Reduction in
Performance
Level:

Structural:
By Increase in Occupant Load:
By Change of Major Occupancy:
Plumbing:
Sewage-System:
Extension of combustible
construction:

No Yes
No Yes
No Yes
No Yes
No Yes

No Yes

11.4.2.1
11.4.2.2
11.4.2.3
11.4.2.4
11.4.2.5

11.4.2.6

11.14 Compensating
Construction:

Structural: No Yes (explain)
Increase in Occupant Load:           No Yes (explain)
Change of Major Occupancy: No Yes (explain)
Plumbing: No Yes (explain)
Sewage-System: No Yes (explain)
Extension of Combustible 
Construction:      No Yes (explain)

11.4.3.2
11.4.3.3
11.4.3.4
11.4.2.5
11.4.3.6

11.4.3.7.

11.15 Compliance
Alternatives
Proposed:

No
11.5.1

x

x

x

x
x
x
x

x

x
x

x

Renovation complies with OBC 3.8.

No Yes  ___________________________________________x

x

Yes   (list numbers and describe)

11.16 General Notes:

x

11.4.3.1

Renovations to the existing one storey non-sprinklered school building; closest classification is as
follows:  O.B.C. Classification:  3.2.2.25 Group A, Division 2, up to 2 Storeys
- building is not more than 2 storeys in building height
- building is permitted to be combustible or noncombustible construction
- floor assemblies shall be fire separations and, if of combustible construction, shall have a
fire-resistance rating not less than 45 min,
- except as permitted by Article 3.2.2.17., mezzanines shall have, if of combustible construction, a
fire-resistance rating not less 45 min,
- except as permitted by Article 3.2.2.17., roof assemblies shall have, if of combustible construction, a
fire-resistance rating not less than 45 min,
- loadbearing walls, columns and arches supporting an assembly required to have a fire-resistance rating
shall
(d) have a fire-resistance rating not less than 45 min, or
(ii) be of noncombustible construction.

*Note the existing school is less than 2 storeys in height and is constructed of  noncombustible
construction.  Rating at the roof level is not required.

3.3.2.5.(3) Corridors: The 45 min. fire resistance rating, for the fire separation required at a corridor, in
an assembly occupancy, is permitted to be waived if the floor area in which the corridor is located is
sprinklered.  *Note:  the existing school is not sprinklered and in such a fire separation with a 1 hour
fire-resistance rating is required at corridor walls.

Scope of Work:
1- Complete renovation of the existing main office and staff work spaces in the one storey school.
2- Demolition of existing masonry and gypsum board finished partitions, flooring , wall and ceiling
assemblies, millwork and fitments, door and window assemblies and provision for new partitions and
assemblies to suit the new main office and staff spaces.
3- Removal of two single-use staff washrooms and replacement with two single-use staff washrooms
and one barrier-free washroom.
4- Mechanical and electrical upgrades including new light fixtures and devices to suit the renovated
layout.
5- Structural upgrades to suit the new layout.
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OL=00P

ROOM NAME 1

AREA m2

B101

1
A6.1

A

B

C

D

1
A4.1

1
A5.1

DRAWING TAGS LEGEND NOTES
ROOM TITLE:
REFERS TO ROOM NAME

REFERS TO ROOM NUMBER
REFERS TO AREA IN m2
REFERS TO OCCUPANT LOAD

DETAIL TAG: DETAIL NUMBER /
DRAWING NUMBER.

INTERIOR ELEVATION TAG:
INTERIOR ELEVATION DETAIL NUMBER /
DRAWING NUMBER

BUILDING ELEVATION TAG:
BUILDING ELEVATION DETAIL NUMBER /
DRAWING NUMBER

PARTITION CONSTRUCTION TAG.  REFER TO
CONSTRUCTION LEGEND ON DRAWING A2.0.
CEILING CONSTRUCTION TAG.  REFER TO
CONSTRUCTION LEGEND ON DRAWING A2.0.

1
A4.1

BUILDING / WALL SECTION TAG:
SECTION DETAIL NUMBER / DRAWING
NUMBER

P#

C#

DRAWING LIST

*Group A, Division 2, up to 2 Storeys

FLOOR CONSTRUCTION TAG.  REFER TO
CONSTRUCTION LEGEND ON DRAWING A2.0.

F#

### REFERS TO DOOR NUMBER.  REFER TO DRAWING A8.1
FOR DOOR HARDWARE SCHEDULE AND DRAWINGS FOR
DOOR AND FRAME ELEVATION TYPES.

S-HM0# REFERS TO HOLLOW METAL FRAMED SCREEN.  REFER
TO HOLLOW METAL FRAMED SCREEN SCHEDULE ON
DRAWING 4/A8.1 FOR SCREEN ELEVATION TYPES.

SITE

Dunsmere Dr. G
reenock

Dr.

Laurentian Dr.

Laurentian D
r.

D'Arcy PI

C
artier D

r.

Cartier Dr.

Jasper Ct.

Howland Dr.

Banff PI

Shea Cres.

W-HM0# REFERS TO HOLLOW METAL FRAMED WINDOW.  REFER
TO HOLLOW METAL FRAMED WINDOW TYPES ON
DRAWING 2/A8.1 FOR VISION PANEL TYPES.

O. Reg. 163/24 Last Amendment: O Reg. 5/25

x

3.1.17., 2.1.2.2.,
and 11.4.2.2.

11.10 Occupant Load:

11.11
a

Plumbing Fixture
Requirements

11.12 Barrier-free Design: Yes No

3.7.4., 11.3.4.,
11.3.5., 11.4.2.4.,
and 11.4.2.5.

Ratio:

11.3.1.2., 11.3.2.,
11.3.3.2.

Floor Level/Area Occupancy
Type

Based On Occupant Load
(Persons)

________________ ______________ ______________

___________________________________________________________M:F = 50:50 Except as otherwise noted

Barrier-free
Entrances:

Number

Existing - 11.3.3.2.; Extensive Renovation

*Note: OCCUPANCY OF THE SCHOOL BUILDING REMAINS UNCHANGED.

Barrier-free entrances remains unchanged.n/a

Note:  Ground Floor Revisions:
Demolish two existing single-use staff washrooms and replace with two new
single-use staff washrooms.
Addition of one new barrier-free washroom.

S-AL01 REFERS TO ALUMINUM FRAMED SCREEN.  REFER TO
ALUMINUM FRAMED WINDOW ELEVATION TYPE ON
DRAWING 5/A4.2.
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STAFF
LOUNGE

F8

16mm GYPSUM BOARD ON ONE SIDE OF 92mm
STEEL STUD FRAMING 400mm O.C. FILLED
WITH 90mm THICK MINERAL FIBRE SOUND
ATTENUATION BATT.  REFER TO DRAWING
A2.0. FOR PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF 92mm
STEEL STUD FRAMING 400mm O.C. FILLED WITH
90mm THICK MINERAL FIBRE SOUND
ATTENUATION BATT. REFER TO DRAWING A2.0.
FOR PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

EXISTING EXTERIOR WALL ASSEMBLY.
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16mm GYPSUM BOARD ON BOTH SIDES OF
92mm STEEL STUD FRAMING 400mm O.C.

FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO

DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT

FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF
64mm STEEL STUD FRAMING 400mm O.C.

REFER TO DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT

FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF
64mm STEEL STUD FRAMING 400mm O.C.

REFER TO DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT

FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF 22mm
STEEL STUD FURRING CHANNEL FRAMING AT

400mm O.C.  REFER TO DRAWING A2.0. FOR
PARTITION CONSTRUCTION TYPE. PROVIDE

PAINT FINISH.

EXISTING INTERIOR LOAD-BEARING
CONCRETE MASONRY WALL.

10 10

S-N TH-N

NEW THERMOSTAT (TH-N) AND SENSOR
(S-N). REFER TO MECHANICAL DRAWINGS.
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F6
16mm GYPSUM BOARD ON BOTH SIDES OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF 92mm
STEEL STUD FRAMING 400mm O.C.  FILLED
WITH 90mm THICK MINERAL FIBRE SOUND
ATTENUATION BATT. REFER TO DRAWING
A2.0. FOR PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

FURNITURE AND EQUIPMENT (N.I.C)

EXISTING GAS LINE ENCLOSED IN
EXISTING METAL SHAFT.

EXISTING HOSE BIB AND PIPING. REFER TO
MECHANICAL DRAWINGS.

11 11

EXISTING EXTERIOR WALL ASSEMBLY.
PROVIDE PAINT FINISH.

PROVIDE CONTINUOUS SEALANT AT
JUNCTION BETWEEN GYPSUM BOARD AND
MASONRY (TYP.)
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WORK
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16mm GYPSUM BOARD ON BOTH SIDES OF
92mm STEEL STUD FRAMING 400mm O.C. FILLED

WITH 90mm THICK MINERAL FIBRE SOUND
ATTENUATION BATT.  REFER TO DRAWING A2.0.

FOR PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF 22mm
STEEL STUD FURRING CHANNEL FRAMING AT

400mm O.C.  REFER TO DRAWING A2.0. FOR
PARTITION CONSTRUCTION TYPE. PROVIDE

PAINT FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.

FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO

DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT

FINISH.

16mm GYPSUM BOARD ON BOTH SIDES OF
92mm STEEL STUD FRAMING 400mm O.C.

FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO

DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF 64mm
STEEL STUD FRAMING 400mm O.C.  REFER TO

DRAWING A2.0. FOR PARTITION CONSTRUCTION
TYPE. PROVIDE PAINT FINISH. (TYP.)

EXISTING INTERIOR LOAD-BEARING
CONCRETE MASONRY WALL.

AIR SPACE

HOLLOW METAL DOOR FRAME. REFER TO
DOOR SCHEDULE DRAWING A8.1.  PROVIDE

PAINT FINISH.

P5

P4A

NEW 190mm CONCRETE MASONRY BLOCK
WALL.
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16mm GYPSUM BOARD ON BOTH SIDES OF
92mm STEEL STUD FRAMING 400mm O.C.

FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO

DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT FINISH.

16mm GYPSUM BOARD ON BOTH SIDES OF
92mm STEEL STUD FRAMING 400mm O.C.

FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO

DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT

FINISH.

HOLLOW METAL DOOR FRAME. REFER TO
DOOR SCHEDULE DRAWING A8.1.  PROVIDE

PAINT FINISH.

D03

PROVIDE JAMB ANCHOR CLIP.
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16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF
64mm STEEL STUD FRAMING 400mm O.C.
REFER TO DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF
64mm STEEL STUD FRAMING 400mm O.C.
REFER TO DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

EXISTING EXTERIOR WALL ASSEMBLY.
PROVIDE PAINT FINISH.

EXISTING INTERIOR LOAD-BEARING
CONCRETE MASONRY WALL.
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PROVIDE CONTINUOUS SEALANT AT
JUNCTION BETWEEN GYPSUM BOARD AND
MASONRY (TYP.)
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PLAN DETAILS

AS NOTED

A5.1
2

A5.1
PLAN DETAIL AT EXTERIOR WALL BETWEEN ROOMS F8 AND F6.
1:5

4
A5.1

PLAN DETAIL AT WALL JUNCTION BETWEEN ROOMS F3, F5, F6 AND F8.
1:5

1
A5.1

PLAN DETAIL AT DOOR DETAIL BETWEEN ROOMS F4 AND F3.
1:5

6
A5.1

PLAN DETAIL AT GRID LINE Ax AND 9
1:5

5
A5.1

PLAN DETAIL AT EXISTING LOABEARING WALL BETWEEN ROOMS F7, F8 AND F3.
1:5

3
A5.1

PLAN DETAIL AT GRID LINE Ax and 10
1:5
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190mm CONCRETE MASONRY UNIT (CMU)
INTERIOR WYTHE C/W REINFORCING.  REFER
TO STRUCTURAL DRAWINGS. REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT FINISH.

NEW HOLLOW METAL DOOR AND DOOR
FRAME. REFER TO DOOR SCHEDULE ON
DRAWING A8.1. PROVIDE PAINT FINISH.

D1
1

NEW UPPER CABINET. REFER TO
MILLWORK ELEVATION AND
DETAILS ON 1/A7.4.

NEW COPIER. (N.I.C.)

P6

16mm GYPSUM BOARD ON ONE SIDE OF
152mm STEEL STUD FRAMING 305mm O.C.
FILLED WITH 150mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT FINISH.

EXISTING CONCRETE MASONRY
UNIT PARTITION TO REMAIN.

MASONRY DOOR JAMB ANCHOR.

By

By

 

WASHROOM
F11

 

LIBRARY RESOURCE
CENTRE

F16

 

WORK
ROOM

F6

16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

P3A

P5

16mm GYPSUM BOARD ON ONE SIDE OF
64mm STEEL STUD FRAMING 400mm O.C.

REFER TO DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT

FINISH.

REINSTALL EXISTING WOOD LIBRARY
SHELVING IN NEW LOCATION AS
SHOWN ON THE PROPOSED GROUND
FLOOR PLAN. (TYP.)

CERAMIC WALL TILE FINISH. CERAMIC WALL TILE TO
EXTEND FROM TOP OF PORCELAIN TILE BASE TO U/S OF
FINISHED BULKHEAD. REFER TO INTERIOR ELEVATION
AND ROOM FINISH SCHEDULE DRAWINGS.  (TYP.)

CONTINUOUS ANTI-CRACK BARRIER MEMBRANE.  LAP
AND SEAL TO GYPSUM BOARD SUBSTRATE.  (TYP.)

HOLLOW METAL DOOR FRAME WITH
ACOUSTICAL BATT INSULATION. (TYP.)

PROVIDE CONTINUOUS METAL
REVEAL WITH PAINTED FINISH.

PROVIDE STAINLESS STEEL
CORNER GUARD ADHERED TO
GYPSUM BOARD FINISHED
CORNER.

16mm GYPSUM BOARD ON ONE
SIDE OF 152mm STEEL STUD
FRAMING 305mm O.C. FILLED WITH
150mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.
REFER TO DRAWING A2.0. FOR
PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

P6

16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

P2

16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

P6

16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

P3A

1010

 

WASHROOM
F11

 

WASHROOM
F10

 

LIBRARY RESOURCE
CENTRE

F16

REINSTALL EXISTING WOOD LIBRARY
SHELVING IN NEW LOCATION AS
SHOWN ON THE PROPOSED GROUND
FLOOR PLAN. (TYP.)

REINSTALL EXISTING WOOD LIBRARY
SHELVING IN NEW LOCATION AS
SHOWN ON THE PROPOSED GROUND
FLOOR PLAN. (TYP.)

CERAMIC WALL TILE FINISH. CERAMIC
WALL TILE TO EXTEND FROM TOP OF
PORCELAIN TILE BASE TO U/S OF
FINISHED BULKHEAD. REFER TO
INTERIOR ELEVATION AND ROOM FINISH
SCHEDULE DRAWINGS.  (TYP.)

CONTINUOUS ANTI-CRACK BARRIER
MEMBRANE.  LAP AND SEAL TO
GYPSUM BOARD SUBSTRATE.
(TYP.)

D1
0

D1
1

P2

16mm GYPSUM BOARD ON ONE SIDE OF 92mm
STEEL STUD FRAMING 400mm O.C. FILLED
WITH 90mm THICK MINERAL FIBRE SOUND
ATTENUATION BATT.  REFER TO DRAWING
A2.0. FOR PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

CONTINUOUS SEALANT ON BOTH SIDES
TYP.

CONTINUOUS SEALANT ON BOTH SIDES
TYP.

190mm CONCRETE MASONRY UNIT (CMU)
INTERIOR WYTHE C/W REINFORCING.
REFER TO STRUCTURAL DRAWINGS.
REFER TO DRAWING A2.0. FOR
PARTITION CONSTRUCTION TYPE.

NEW HOLLOW METAL DOOR AND DOOR
FRAME. REFER TO DOOR SCHEDULE ON
DRAWING A8.1. PROVIDE PAINT FINISH.

NEW HOLLOW METAL DOOR AND DOOR
FRAME. REFER TO DOOR SCHEDULE ON
DRAWING A8.1. PROVIDE PAINT FINISH.

MASONRY DOOR JAMB ANCHOR.

MASONRY DOOR JAMB ANCHOR.

By

By

1010

 

WASHROOM
F11

 

WASHROOM
F10

 

WORK
ROOM

F5

CERAMIC WALL TILE FINISH. CERAMIC
WALL TILE TO EXTEND FROM TOP OF
PORCELAIN TILE BASE TO U/S OF
FINISHED BULKHEAD. REFER TO
INTERIOR ELEVATION AND ROOM FINISH
SCHEDULE DRAWINGS.  (TYP.)

CONTINUOUS ANTI-CRACK BARRIER
MEMBRANE.  LAP AND SEAL TO
GYPSUM BOARD SUBSTRATE.
(TYP.)

HOLLOW METAL DOOR FRAME WITH
ACOUSTICAL BATT INSULATION. (TYP.)

P1
NEW 190mm CONCRETE MASONRY BLOCK

WALL. PROVIDE PAINT FINISH.

P2

16mm GYPSUM BOARD ON ONE SIDE OF 92mm
STEEL STUD FRAMING 400mm O.C. FILLED
WITH 90mm THICK MINERAL FIBRE SOUND
ATTENUATION BATT.  REFER TO DRAWING
A2.0. FOR PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

16mm GYPSUM BOARD ON ONE
SIDE OF 152mm STEEL STUD
FRAMING 305mm O.C. FILLED WITH
150mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.
REFER TO DRAWING A2.0. FOR
PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

P6

16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

P3

16mm GYPSUM BOARD ON BOTH
SIDES OF 152mm STEEL STUD
FRAMING 305mm O.C. FILLED WITH
150mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.
REFER TO DRAWING A2.0. FOR
PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

P6

16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

P3A

 

WASHROOM
F10

 

LIBRARY RESOURCE
CENTRE

F16

 

BARRIER-FREE
WASHROOM

F9

REINSTALL EXISTING WOOD LIBRARY
SHELVING IN NEW LOCATION AS
SHOWN ON THE PROPOSED GROUND
FLOOR PLAN. (TYP.)

REINSTALL EXISTING WOOD LIBRARY
SHELVING IN NEW LOCATION AS
SHOWN ON THE PROPOSED GROUND
FLOOR PLAN. (TYP.)

CERAMIC WALL TILE FINISH. CERAMIC
WALL TILE TO EXTEND FROM TOP OF
PORCELAIN TILE BASE TO U/S OF
FINISHED BULKHEAD. REFER TO
INTERIOR ELEVATION AND ROOM FINISH
SCHEDULE DRAWINGS.  (TYP.)

CONTINUOUS ANTI-CRACK BARRIER
MEMBRANE.  LAP AND SEAL TO
GYPSUM BOARD SUBSTRATE.
(TYP.)

D1
1

CONTINUOUS SEALANT TYP.

EXISTING CONCRETE MASONRY UNIT
PARTITION TO REMAIN.

190mm CONCRETE MASONRY UNIT (CMU)
INTERIOR WYTHE C/W REINFORCING.
REFER TO STRUCTURAL DRAWINGS.
REFER TO DRAWING A2.0. FOR
PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF 92mm STEEL STUD
FRAMING 400mm O.C. FILLED WITH 90mm THICK MINERAL
FIBRE SOUND ATTENUATION BATT.  REFER TO DRAWING
A2.0. FOR PARTITION CONSTRUCTION TYPE. PROVIDE
PAINT FINISH.

P2

NEW HOLLOW METAL DOOR AND DOOR
FRAME. REFER TO DOOR SCHEDULE ON
DRAWING A8.1. PROVIDE PAINT FINISH.

P6

16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

MASONRY DOOR JAMB ANCHOR.

By

By

 

WORK
ROOM

F5

 

WASHROOM
F10

 

BARRIER-FREE
WASHROOM

F9

16mm GYPSUM BOARD ON ONE SIDE OF 22mm
STEEL STUD FURRING CHANNEL FRAMING AT

400mm O.C.  REFER TO DRAWING A2.0. FOR
PARTITION CONSTRUCTION TYPE. PROVIDE

PAINT FINISH.

CERAMIC WALL TILE FINISH. CERAMIC WALL TILE TO
EXTEND FROM TOP OF PORCELAIN TILE BASE TO U/S OF
FINISHED BULKHEAD. REFER TO INTERIOR ELEVATION
AND ROOM FINISH SCHEDULE DRAWINGS.  (TYP.)

CONTINUOUS ANTI-CRACK BARRIER MEMBRANE.  LAP
AND SEAL TO GYPSUM BOARD SUBSTRATE.  (TYP.)

HOLLOW METAL DOOR FRAME WITH
ACOUSTICAL BATT INSULATION. (TYP.)

PROVIDE CONTINUOUS METAL
REVEAL WITH PAINTED FINISH.

PROVIDE STAINLESS STEEL
CORNER GUARD ADHERED TO
GYPSUM BOARD FINISHED
CORNER.

16mm GYPSUM BOARD ON ONE
SIDE OF 152mm STEEL STUD
FRAMING 305mm O.C. FILLED WITH
150mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.
REFER TO DRAWING A2.0. FOR
PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF 92mm
STEEL STUD FRAMING 400mm O.C. FILLED
WITH 90mm THICK MINERAL FIBRE SOUND
ATTENUATION BATT.  REFER TO DRAWING
A2.0. FOR PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

P6

16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

P3A

REINSTALL EXISTING WOOD LIBRARY
SHELVING IN NEW LOCATION AS
SHOWN ON THE PROPOSED GROUND
FLOOR PLAN. (TYP.)

16mm GYPSUM BOARD ON ONE SIDE OF
152mm STEEL STUD FRAMING 305mm O.C.
FILLED WITH 150mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT FINISH.

P6

P3A

 

WASHROOM
F11

 

LIBRARY RESOURCE
CENTRE

F16

REINSTALL EXISTING WOOD LIBRARY
SHELVING IN NEW LOCATION AS
SHOWN ON THE PROPOSED GROUND
FLOOR PLAN. (TYP.)

CERAMIC WALL TILE FINISH.
CERAMIC WALL TILE TO EXTEND
FROM TOP OF PORCELAIN TILE
BASE TO U/S OF FINISHED
BULKHEAD. REFER TO INTERIOR
ELEVATION AND ROOM FINISH
SCHEDULE DRAWINGS.  (TYP.)

CONTINUOUS ANTI-CRACK BARRIER
MEMBRANE.  LAP AND SEAL TO
GYPSUM BOARD SUBSTRATE.
(TYP.)
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TRILLIUM JUNIOR PUBLIC SCHOOL INTERIOR RENOVATIONS
WATERLOO REGION DISTRICT SCHOOL BOARD

79 Laurentian Dr, Kitchener, ON N2E 1C3

25022 - WRDSB TRILLIUM PS

1.    Issued for Owner Review         Nov. 19, 2025

Issued for Schematic Design Report      Dec. 01, 20252.

Issued for Permit and Tender3. April 17, 2026

PLAN DETAILS

AS NOTED

A5.2
2

A5.2
PLAN DETAIL AT GRID LINE 10 AND By
1:5

4
A5.2

PLAN DETAIL BETWEEN ROOMS F9, F10 AND F16.
1:5

1
A5.2

PLAN DETAIL BETWEEN ROOMS F5, F9 AND F10.
1:5

6
A5.2

PLAN DETAIL AT CORNER BETWEEN ROOMS F11 AND F16.
1:5

5
A5.2

PLAN DETAIL BETWEEN ROOMS F10, F11 AND F16.
1:5

3
A5.2

PLAN DETAIL BETWEEN ROOMS F6, F11 AND F16.
1:5
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P7

P7

P2

D05

CONTINUOUS SEALANT AND BACK ROD ON BOTH SIDES
(TYP.)

W
-H
M0

1

16mm GYPSUM BOARD ON ONE SIDE OF
64mm STEEL STUD CHANNEL FRAMING
400mm O.C.. REFER TO DRAWING A2.0.
FOR PARTITION CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

P5

OVERHEAD POWER DOOR OPERATOR.
REFER TO HARDWARE SCHEDULE.

NEW HSS COLUMN. REFER TO
STRUCTURAL DRAWINGS.

FIRE-RATED HOLLOW METAL DOOR
AND FRAME. REFER TO DOOR
SCHEDULE DRAWING A8.1.  PROVIDE
PAINT FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF 92mm STEEL
STUD FRAMING 400mm O.C. FILLED WITH 90mm THICK
MINERAL FIBRE SOUND ATTENUATION BATT.  REFER
TO DRAWING A2.0. FOR PARTITION CONSTRUCTION
TYPE. PROVIDE PAINT FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

P6

16mm THICK TYPE "X" FIRE RESISTIVE GYPSUM BOARD
ON BOTH SIDES OF 92mm STEEL STUD FRAMING 400mm
O.C. FILLED WITH 90mm THICK MINERAL WOOL BATTS.
REFER TO DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT FINISH.

FIRE-RATED HOLLOW METAL
FRAME PACKED WITH
INSULATION.

REFER TO WINDOW ELEVATIONS  ON
DRAWING A8.1 PROVIDE CERAMIC FIRE
GLASS AT ALL WINDOWS IN FIRE-RATED
PARTITION. (TYP.)

CONTINUOUS SEALANT  BOTH
SIDES (TYP.)

CONTINUOUS SEALANT ON BOTH SIDES (TYP.)

PROVIDE DOUBLE STUD. TYP.

BX

BX

99

 

FOYER
F1

 

WORK
ROOM

F5

 

MAIN
OFFICE

F4

CERAMIC WALL TILE FINISH. CERAMIC WALL TILE TO EXTEND
FROM TOP OF PORCELAIN TILE BASE TO U/S OF FINISHED
BULKHEAD. REFER TO INTERIOR ELEVATION AND ROOM FINISH
SCHEDULE DRAWINGS.

CONTINUOUS ANTI-CRACK BARRIER MEMBRANE.  LAP AND SEAL
TO GYPSUM BOARD SUBSTRATE.

STAINLESS STEEL CORNER GUARD
ADHERED TO GYPSUM BOARD

FINISHED PARTITION CORNER.  TYP.
AT GYPSUM BOARD FINISHED

CORNERS.

P7

W
-H
M0

2

W-HM03

W-HM01

NEW FURNITURE. N.I.C.

P2

FIRE-RATED HOLLOW METAL FRAME
PACKED WITH INSULATION.

FIRE-RATED HOLLOW METAL FRAME
PACKED WITH INSULATION.

FIRE-RATED HOLLOW METAL FRAME
PACKED WITH INSULATION.

CONTINUOUS SEALANT AND BACK
ROD ON BOTH SIDES (TYP.)

REFER TO WINDOW ELEVATIONS  ON
DRAWING A8.1 PROVIDE CERAMIC FIRE
GLASS AT ALL WINDOWS IN FIRE-RATED
PARTITION. (TYP.)

16mm THICK TYPE "X" FIRE RESISTIVE GYPSUM BOARD
ON BOTH SIDES OF 92mm STEEL STUD FRAMING 400mm
O.C. FILLED WITH 90mm THICK MINERAL WOOL BATTS.
REFER TO DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT FINISH.

P7

16mm THICK TYPE "X" FIRE RESISTIVE GYPSUM BOARD
ON BOTH SIDES OF 92mm STEEL STUD FRAMING 400mm
O.C. FILLED WITH 90mm THICK MINERAL WOOL BATTS.
REFER TO DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF 92mm STEEL
STUD FRAMING 400mm O.C. FILLED WITH 90mm THICK
MINERAL FIBRE SOUND ATTENUATION BATT.  REFER
TO DRAWING A2.0. FOR PARTITION CONSTRUCTION
TYPE. PROVIDE PAINT FINISH.

CONTINUOUS SEALANT ON BOTH SIDES (TYP.)

REFER TO DOOR SCHEDULE  ON DRAWING
A8.1 FOR TYPE OF VISION PANEL.

PROVIDE DOUBLE STUD. TYP.

PROVIDE DOUBLE STUD. TYP.

PROVIDE WOOD BLOCKING FOR ADDITIONAL
SUPPORT AS PER MANUFACTURERS
RECOMMENDATIONS.

PROVIDE DOUBLE STUD. TYP.

 

FOYER
F1

 

MAIN
OFFICE

F4

 

PRINCIPAL'S
OFFICE

F2

CONTINUOUS ANODIZED ALUMINUM
CORNER WALL TILE ACCESSORY STRIP

CERAMIC WALL TILE FINISH. CERAMIC WALL
TILE TO EXTEND FROM TOP OF LOW WALL
TO U/S OF FINISHED CEILING. REFER TO
INTERIOR ELEVATION AND ROOM FINISH
SCHEDULE DRAWINGS.  (TYP.)

CONTINUOUS ANTI-CRACK BARRIER
MEMBRANE.  LAP AND SEAL TO GYPSUM
BOARD SUBSTRATE.  (TYP.)

CERAMIC WALL TILE FINISH (CWT) AT
TOP OF LOW WALL BELOW.

P6

P6

LOW WALL
BELOW

LOW WALL
BELOW

LOW WALL FINISHED IN CERAMIC WALL
TILE (CWT) BELOW.

OVERHEAD POWER DOOR OPERATOR.
REFER TO HARDWARE SCHEDULE.

P9

FIRE-RATED HOLLOW METAL DOOR
AND FRAME. REFER TO DOOR
SCHEDULE DRAWING A8.1.  PROVIDE
PAINT FINISH.

D05

EXISTING ELECTRICAL
PANEL TO REMAIN. REFER

TO ELECTRICAL
DRAWINGS.

EXISTING CONCRETE MASONRY
UNIT PARTITION TO REMAIN.
PROVIDE PAINT FINISH.

EXISTING CONCRETE MASONRY
UNIT PARTITION TO REMAIN.

P6

16mm GYPSUM BOARD ON ONE
SIDE OF 92mm STEEL STUD
FRAMING 400mm O.C. FILLED
WITH 90mm THICK MINERAL
FIBRE SOUND ATTENUATION
BATT.  REFER TO DRAWING
A2.0. FOR PARTITION
CONSTRUCTION TYPE.
PROVIDE PAINT FINISH.

CONTINUOUS SEALANT AND BACK ROD ON BOTH
SIDES (TYP.)

25mm THICK GYPSUM LINEAR PANEL ON 102mm STUDS
AT 610mm O.C. WITH 75mm SOUND ATTENUATION FIRE
BATT ON 1 LAYER MIN. 16mm FIRE-RESISTANT TYPE 'X-1'
GYPSUM PANEL. REFER TO CONSTRUCTION LEGEND.
PROVIDE PAINT FINISH.

ADJUSTABLE JAMB CLIPS.

9 9

By

By

 

FOYER
F1

 

BARRIER-FREE
WASHROOM

F9

 

WORK
ROOM

F5

16mm GYPSUM BOARD ON ONE SIDE OF 22mm
STEEL STUD FURRING CHANNEL FRAMING AT

400mm O.C.  REFER TO DRAWING A2.0. FOR
PARTITION CONSTRUCTION TYPE. PROVIDE

PAINT FINISH.

P2

P2P2

P5

P6

P6

RWL. REFER TO MECHANICAL
DRAWINGS.

16mm GYPSUM BOARD ON ONE SIDE OF 92mm STEEL
STUD FRAMING 400mm O.C. FILLED WITH 90mm THICK
MINERAL FIBRE SOUND ATTENUATION BATT.  REFER
TO DRAWING A2.0. FOR PARTITION CONSTRUCTION
TYPE. PROVIDE PAINT FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF 92mm STEEL
STUD FRAMING 400mm O.C. FILLED WITH 90mm THICK
MINERAL FIBRE SOUND ATTENUATION BATT.  REFER
TO DRAWING A2.0. FOR PARTITION CONSTRUCTION
TYPE. PROVIDE PAINT FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF
92mm STEEL STUD FRAMING 400mm O.C.
FILLED WITH 90mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

16mm GYPSUM BOARD ON ONE SIDE OF 64mm STEEL STUD
CHANNEL FRAMING 400mm O.C.. REFER TO DRAWING A2.0.
FOR PARTITION CONSTRUCTION TYPE. PROVIDE PAINT
FINISH.

P5

 

MAIN
OFFICE

F4

 

WORK
ROOM

F5

 

OSR
F3

PROVIDE ACCESS PANEL IN GYPSUM
BOARD PARTITION AS REQUIRED TO
ACCESS RAIN WATER LEADER (RWL).

NEW FURNITURE. N.I.C.

P1A

RELOCATED DRINKING
FOUNTAIN. REFER TO
MECHANICAL DRAWINGS.

OVERHEAD POWER DOOR OPERATOR.
REFER TO HARDWARE SCHEDULE.

D09

P3

NEW FIRE-RATED 190mm CONCRETE MASONRY UNIT (CMU)
INTERIOR WYTHE C/W REINFORCING.  REFER TO
STRUCTURAL DRAWINGS. REFER TO DRAWING A2.0. FOR
PARTITION CONSTRUCTION TYPE.

FIRE-RATED HOLLOW METAL DOOR
AND FRAME. REFER TO DOOR
SCHEDULE DRAWING A8.1.  PROVIDE
PAINT FINISH.

16mm GYPSUM BOARD ON BOTH SIDES OF
152mm STEEL STUD FRAMING 305mm O.C.
FILLED WITH 150mm THICK MINERAL FIBRE
SOUND ATTENUATION BATT.  REFER TO
DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT FINISH.

CONTINUOUS SEALANT ON BOTH SIDES
TYP.

MASONRY DOOR JAMB ANCHOR.

9 9

P3A

 

LIBRARY RESOURCE
CENTRE

F16
 

BARRIER-FREE
WASHROOM

F9

 

FOYER
F1

PHENOLIC GABLE SECURED TO WALL
AND FLOOR. TYPICAL FOR 2.

CERAMIC WALL TILE FINISH. CERAMIC WALL TILE TO
EXTEND FROM TOP OF PORCELAIN TILE BASE TO U/S OF
FINISHED BULKHEAD. REFER TO INTERIOR ELEVATION
AND ROOM FINISH SCHEDULE DRAWINGS.  (TYP.)

CONTINUOUS ANTI-CRACK BARRIER MEMBRANE.  LAP
AND SEAL TO GYPSUM BOARD SUBSTRATE.  (TYP.)

CONTINUOUS ANODIZED ALUMINUM
CORNER WALL  TILE ACCESSORY STRIP
(TYP.)

REINSTALL EXISTING WOOD LIBRARY
SHELVING IN NEW LOCATION AS
SHOWN ON THE PROPOSED GROUND
FLOOR PLAN. (TYP.)

D04a

FIRE-RATED HOLLOW METAL DOOR
AND FRAME. REFER TO DOOR
SCHEDULE DRAWING A8.1.  PROVIDE
PAINT FINISH.

16mm THICK TYPE "X" FIRE RESISTIVE GYPSUM BOARD ON BOTH
SIDES OF 92mm STEEL STUD FRAMING 400mm O.C. FILLED WITH
90mm THICK MINERAL WOOL BATTS.  REFER TO DRAWING A2.0. FOR
PARTITION CONSTRUCTION TYPE. PROVIDE PAINT FINISH.

P7

CONTINUOUS SEALANT  BOTH
SIDES (TYP.)

OVERHEAD POWER DOOR OPERATOR.
REFER TO HARDWARE SCHEDULE.

ADJUSTABLE JAMB CLIPS.

PROVIDE WOOD BLOCKING FOR ADDITIONAL
SUPPORT AS PER MANUFACTURERS
RECOMMENDATIONS.

PROVIDE DOUBLE STUD. TYP.

PROVIDE DOUBLE STUD. TYP.

CONTINUOUS SEALANT AND BACK ROD ON
BOTH SIDES (TYP.)

REFER TO WINDOW ELEVATIONS  ON DRAWING
A8.1 PROVIDE CERAMIC FIRE GLASS AT ALL
WINDOWS IN FIRE-RATED PARTITION. (TYP.)

PROVIDE DOUBLE STUD. TYP.

CONTINUOUS SEALANT AND BACK ROD ON
BOTH SIDES (TYP.)

FIRE-RATED HOLLOW METAL FRAME
PACKED WITH INSULATION.

FIRE-RATED HOLLOW METAL FRAME
PACKED WITH INSULATION.
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P7

16mm THICK TYPE "X" FIRE RESISTIVE GYPSUM BOARD
ON BOTH SIDES OF 92mm STEEL STUD FRAMING 400mm
O.C. FILLED WITH 90mm THICK MINERAL WOOL BATTS.
REFER TO DRAWING A2.0. FOR PARTITION
CONSTRUCTION TYPE. PROVIDE PAINT FINISH.
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CONTINUOUS ANODIZED ALUMINUM
CORNER WALL TILE ACCESSORY STRIP

CERAMIC WALL TILE FINISH. CERAMIC WALL
TILE TO EXTEND FROM TOP OF PORCELAIN
TILE BASE TO U/S OF FINISHED BULKHEAD.
REFER TO INTERIOR ELEVATION AND ROOM
FINISH SCHEDULE DRAWINGS.  (TYP.)

CONTINUOUS ANTI-CRACK BARRIER
MEMBRANE.  LAP AND SEAL TO
GYPSUM BOARD SUBSTRATE.
(TYP.)

CERAMIC WALL TILE FINISH. CERAMIC WALL
TILE TO EXTEND FROM TOP OF PORCELAIN
TILE BASE TO U/S OF FINISHED BULKHEAD.
REFER TO INTERIOR ELEVATION AND ROOM
FINISH SCHEDULE DRAWINGS.  (TYP.)

no. issue date

drawing no.

drawing

project

ward99 project number

drawing scale

no. revision date

NOTE: THIS DRAWING IS NOT TO BE SCALED.  THE CONTRACTOR
IS RESPONSIBLE FOR THE VERIFICATION OF ALL SITE
DIMENSIONS AND FOR NOTIFYING THE ARCHITECT OF ANY SITE
CONDITIONS AND SITE MEASUREMENTS THAT ARE NOT
CONSISTENT WITH THE  DRAWINGS.

ward99
architects

Wa
RD99

7611 Pine Valley Dr. Unit 11,

416 613 5880 www.ward99architects.com

ward99 architects inc.

Woodbridge ON L4L0A2 
info@ward99architects.com

TRILLIUM JUNIOR PUBLIC SCHOOL INTERIOR RENOVATIONS
WATERLOO REGION DISTRICT SCHOOL BOARD

79 Laurentian Dr, Kitchener, ON N2E 1C3

25022 - WRDSB TRILLIUM PS

1.    Issued for Owner Review         Nov. 19, 2025

Issued for Schematic Design Report      Dec. 01, 20252.

Issued for Permit and Tender3. April 17, 2026

PLAN DETAILS

AS NOTED

A5.3
2

A5.3
PLAN DETAIL AT GRID LINE 9 AND By
1:5

4
A5.3
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SD: SOAP
DISPENSER.

CH:BARRIER-FREE
COAT HOOKS

MR: FIXED
FRAME MIRROR

SN: SANITARY NAPKIN
DISPOSAL BIN

PT: PAPER
TOWEL
DISPENSER

TP: DOUBLE ROLL
TOILET TISSUE
DISPENSER

FINISHED
FLOOR

CH

SD

PT

TP:  WALL
MOUNTED
TYPE. SN

MR

S

S: BARRIER-FREE
SHELF

CL
MIRROR EXTENT OF REQUIRED

CLEARANCE

FINISHED FLOOR

WALL MOUNTED
L-SHAPED GRAB
BAR (GB3) C/W
ESCUTCHEONS

WALL MOUNTED
STRAIGHT GRAB
BAR (GB2) C/W
ESCUTCHEONS

T/O FIN  FLR

U/S OF FIN. CEILING
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ELEVATION - A ELEVATION - B ELEVATION - C ELEVATION - D

PORCELAIN TILE
WALL BASE. TYP.

PORCELAIN TILE
WALL BASE. TYP.

PORCELAIN TILE
WALL BASE. TYP. PORCELAIN TILE

WALL BASE. TYP.

GB3

BR

GB3

WC

LV

PT

WC1

CERAMIC WALL TILE
FINISH (CWT1 type)

CERAMIC WALL TILE
FINISH (CWT1 TYPE)

CERAMIC WALL TILE
FINISH (CWT1 TYPE)

CERAMIC WALL TILE
FINISH (CWT)

PTL BF

BF: AUTOMATIC PUSH BUTTON.  PTL:  AUTOMATIC
PUSH BUTTON DOOR LOCK.  REFER TO HARDWARE
SCHEDULE & ELECTRICAL DRAWINGS.

NEW HOLLOW METAL
DOOR AND FRAME.
PROVIDE PAINT FINISH.

TP TP

SDBR
S

CH

SN

PUSH
EMERGENCY

IN THE EVENT OF AN EMERGENCY
PUSH EMERGENCY BUTTON OR
PANIC STRIP AND AUDIBLE AND

VISUAL WILL ACTIVATE.

CA - AUTOMATIC EMERGENCY
PANIC BUTTON. PROVIDE
EMERGENCY SIGN MOUNTED
ABOVE PANIC BUTTON. REFER
TO HARDWARE SCHEDULE &
ELECTRICAL DRAWINGS.

CA

PDO

EMERGENCY LIGHT.
REFER TO ELECTRICAL DRAWINGS.

NEW EMERGENCY STROBE. REFER
TO ELECTRICAL DRAWINGS.NEW OCCUPANCY SENSOR. REFER

TO ELECTRICAL DRAWINGS.

INP-N
PUSH
TO   OPEN

PUSH
TO   LOCK

MR
GB2

GB2

GB1

LV

MR

LS-N

T/O FIN  FLR

U/S OF FIN.
CEILING

D10

ELEVATION - A ELEVATION - B ELEVATION - C ELEVATION - D

CERAMIC WALL TILE
FINISH (CWT1 TYPE)

CERAMIC WALL TILE
FINISH (CWT1 TYPE)

CERAMIC WALL TILE
FINISH (CWT1 TYPE)

PORCELAIN TILE
WALL BASE. TYP.

PORCELAIN TILE
WALL BASE. TYP.

PORCELAIN TILE
WALL BASE. TYP.

PORCELAIN TILE
WALL BASE. TYP.

TP
TP

NEW HOLLOW METAL DOOR AND
FRAME. PROVIDE PAINT FINISH.

PT

EMERGENCY LIGHT.
REFER TO ELECTRICAL DRAWINGS.

LV

MR

LS-N AT
WASHROOM F11

SD

LV

MR

WC

SN

PORCELAIN TILE
WALL BASE. TYP.

D11

NEW EMERGENCY STROBE. REFER
TO ELECTRICAL DRAWINGS.

LS-N.  REFER TO
ELECTRICAL DRAWINGS.

ELEVATION - E

NEW EMERGENCY STROBE. REFER
TO ELECTRICAL DRAWINGS.
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T/O EX
FINISHED FLOOR

U/S OF FIN.
CEILING

GYPSUM BOARD FINISHED WALL
PROVIDE PAINT FINISH. (TYP)

GYPSUM BOARD FINISHED WALL
PROVIDE PAINT FINISH. (TYP) GYPSUM BOARD FINISHED WALL

PROVIDE PAINT FINISH. (TYP)
GYPSUM BOARD FINISHED WALL

PROVIDE PAINT FINISH. (TYP)

NEW HOLLOW MENTAL DOOR
AND FRAME. REFER TO DOOR

AND HARDWARE SCHEDULE ON
DRAWING A8.1

100mm HIGH
RUBBER BASE

100mm HIGH
RUBBER BASE

ELEVATION A ELEVATION B ELEVATION C ELEVATION D

WALL
RETURN

WALL
RETURN

D03

PH-N

NEW POWER RECEPTACLE AT
HIGH LEVEL (PH-N). REFER TO
ELECTRICAL DRAWINGS.

LS-N = LIGHT
SWITCH/OCCUPANCY
SENSOR.  REFER TO
ELECTRICAL DRAWINGS.

LS-N

ACCESS PANEL (200mm X
200mm) FOR RWL ACCESS.

RELOCATED IT RACKS. REFER
TO ELECTRICAL DRAWINGS.

FILES SUPPLIED AND INSTALLED
BY THE OWNER.

FILES SUPPLIED AND INSTALLED
BY THE OWNER.

WALL RETURN

100mm HIGH
RUBBER BASE

100mm HIGH
RUBBER BASE

T/O EX
FINISHED FLOOR

U/S OF FIN.
CEILING

GYPSUM BOARD FINISHED WALL
PROVIDE PAINT FINISH. (TYP)

GYPSUM BOARD FINISHED WALL
PROVIDE PAINT FINISH. (TYP)

GYPSUM BOARD
FINISHED WALL PROVIDE

PAINT FINISH. (TYP)

VP

VP

VP

FIRE-RATED HOLLOW METAL FRAMED
SCREEN AND DOOR WITH CERAMIC FIRE
GLASS.  REFER TO DOOR AND SCREEN
SCHEDULE ON DRAWING A8.1.  PROVIDE
PAINT FINISH TYP.

NEW HOLLOW MENTAL DOOR AND
FRAME. REFER TO DOOR AND

HARDWARE SCHEDULE ON
DRAWING A8.1

NEW HOLLOW METAL DOOR
AND FRAME. REFER TO DOOR

AND HARDWARE SCHEDULE
ON DRAWING A8.1
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ELEVATION A ELEVATION B ELEVATION C ELEVATION D

WALL
RETURN
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FINISH. (TYP)

GYPSUM BOARD FINISHED BULKHEAD.
PROVIDE PAINT FINISH. (TYP)

NEW FIRE-RATED HOLLOW
METAL FRAMED INTERIOR
WINDOW WITH CERAMIC
FIRE GLASS. (TYP.)

NEW FIRE-RATED HOLLOW
METAL FRAMED INTERIOR
WINDOW  WITH CERAMIC
FIRE GLASS.

NEW FIRE-RATED HOLLOW
METAL FRAMED INTERIOR
WINDOW  WITH CERAMIC
FIRE GLASS. (TYP.)

D04a D02 D03 D07 D04b
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PDO

BF: AUTOMATIC PUSH BUTTON.
REFER TO HARDWARE SCHEDULE &
ELECTRICAL DRAWINGS.
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D-NP-N P-N

NEW RUNNING MAN EXIT
SIGN. REFER TO
ELECTRICAL DRAWINGS.NEW FIRE BELL. REFER TO

ELECTRICAL DRAWINGS.

PUSH
TO   OPEN

W-HM01W-HM04

NEW POWER AND DATA
RECEPTACLE. REFER TO
ELECTRICAL DRAWINGS.

NEW POWER RECEPTACLE  (P-N).
REFER TO ELECTRICAL
DRAWINGS.
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PROVIDE PAINT FINISH.
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FINISHED FLOOR

U/S OF FIN.
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GYPSUM BOARD
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PAINT FINISH. (TYP)
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FIRE-RATED HOLLOW METAL
FRAMED SCREEN AND DOOR
WITH CERAMIC FIRE GLASS.
REFER TO DOOR AND SCREEN
SCHEDULE ON DRAWING A8.1.

GYPSUM BOARD FINISHED WALL
PROVIDE PAINT FINISH. (TYP)
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RUBBER BASE
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RUBBER BASE

ELEVATION A ELEVATION B ELEVATION C ELEVATION D

EXISTING ALUMINUM FRAMED
EXTERIOR WINDOW.

NEW FIRE-RATED HOLLOW METAL FRAMED
INTERIOR WINDOW WITH CERAMIC FIRE GLASS.

EXISTING CONCRETE MASONRY
BLOCK WALL. PROVIDE PAINT FINISH.

NEW FIRE-RATED GYPSUM BOARD FINISHED
PARTITION TYPE P7.  REFER TO DRAWING A2.0.

PROVIDE PAINT FINISH.

EXISTING CONCRETE MASONRY
BLOCK WALL. PROVIDE PAINT FINISH.

S-HM01 D02

W-HM03

P-NP-N
D-NP-N

S-NTH-N

NEW POWER
RECEPTACLE AND LIGHT

SWITCH/OCCUPANCY
SENSOR. REFER TO

ELECTRICAL DRAWINGS.

NEW POWER
RECEPTACLE. REFER

TO ELECTRICAL
DRAWINGS.

NEW POWER AND DATA
RECEPTACLES. REFER
TO ELECTRICAL
DRAWINGS.  PAINT
SURFACE MOUNTED
CONDUIT AND BOXES
TYP.

NEW THERMOSTAT AND
SENSOR. REFER TO

MECHANICAL
DRAWINGS.
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INTERIOR ELEVATION AT STAFF WASHROOM F10/F11
1:50

5
A6.1

INTERIOR ELEVATIONS AT BARRIER FREE WASHROOM F9
1:50

1
A6.1

BARRIER-FREE WATER CLOSET
REQUIREMENTS                      1:20

3
A6.1

WASHROOM ACCESSORY STANDARD HEIGHTS
1:20

2
A6.1

BARRIER-FREE LAVATORY REQUIREMENTS
1:20

7
A6.1

WASHROOMS KEY PLAN
1:50

THE FOLLOWING WASHROOM ACCESSORIES ARE SUPPLIED AND INSTALLED BY THE CONTRACTOR, EXCEPT
WHERE NOTED OTHERWISE BELOW.  REFER ALSO TO SPECIFICATIONS.

CH = COAT HOOK (BARRIER-FREE) - INSTALL AT AT HEIGHT OF 965mm MEASURED FROM CENTRE OF HOOK
TO TOP OF FINISHED FLOOR.

S = SHELF(BARRIER-FREE) - INSTALL AT MAXIMUM HEIGHT OF 1100mm FROM TOP OF SHELF TO TOP OF
FINISHED FLOOR.

MR = FIXED FRAME MIRROR (610mm W x 915mm H) - INSTALL AT 950mm FROM UNDERSIDE OF MIRROR TO
TOP OF FINISHED FLOOR TO COMPLY WITH BARRIER-FREE REQUIREMENTS.

GB1 = FOLD DOWN GRAB BAR (760mm BY 280mm COMPLETE WITH WALL ANCHOR) - WALL MOUNT AT
MAXIMUM HEIGHT OF 850mm FROM TOP OF GRAB BAR TO TOP OF EXISTING FLOOR.  INCLUDE FOR SAFETY
RAIL AND INTEGRATED TOILET PAPER DISPENSER (TP) ON ONE FOLD-DOWN GRAB-BAR.

GB2 = STRAIGHT GRAB BAR (600mm LONG COMPLETE WITH ESCUTCHEONS) - INSTALL ALIGNED WITH THE
CENTRE LINE OF THE TOILET AT A MAXIMUM HEIGHT OF 920mm FROM THE CENTRE LINE OF THE GRAB BAR
TO THE TOP OF FINISHED FLOOR / MINIMUM HEIGHT OF 840mm FROM THE CENTRE LINE OF THE GRAB BAR
TO THE TOP OF FINISHED FLOOR. WALL MOUNT AND PROVIDE A CLEARANCE OF 40mm BETWEEN GRAB BAR
AND WALL SURFACE.

GB3 = L-SHAPED GRAB BAR (760mm BY 760mm COMPLETE WITH ESCUTCHEONS) - WALL MOUNT AT 150mm
FROM VERTICAL BAR OUTSIDE EDGE TO EDGE OF TOILET AND AT MAXIMUM HEIGHT OF 750mm FROM
CENTRE LINE OF HORIZONTAL GRAB BAR TO TOP OF EXISTING FLOOR.

BR = WALL MOUNTED TOILET BACK REST.

SN = WALL MOUNTED SANITARY NAPKIN DISPOSAL BIN SUPPLIED BY OWNER AND INSTALLED BY
CONTRACTOR.  INSTALL 600mm FROM TOP OF BIN TO TOP OF FINISHED FLOOR. LOCATION TO BE
CONFIRMED ON SITE WITH THE OWNER PRIOR TO INSTALLATION. SN IS SUPPLIED BY THE OWNER AND
INSTALLED BY THE CONTRACTOR.

SD =  WALL MOUNTED SOAP DISPENSER SUPPLIED BY OWNER AND INSTALLED BY CONTRACTOR.  MOUNT
AT 950mm TO UNDERSIDE FROM FINISHED FLOOR.  LOCATE ON WALL WITHIN 500mm FROM FRONT EDGE OF
LAVATORY.  SD IS SUPPLIED BY THE OWNER AND INSTALLED BY THE CONTRACTOR.

BF = AUTOMATIC WALL MOUNTED PUSH BUTTON. REFER TO ELECTRICAL DRAWINGS AND HARDWARE LIST.
MOUNT NOT MORE THAN 1000mm FROM TOP OF DOOR ACTUATOR TO TOP OF FINISHED FLOOR.

PDO = OVERHEAD POWER DOOR OPERATOR.  REFER TO ELECTRICAL DRAWINGS AND HARDWARE LIST.

PTL = AUTOMATIC PUSH BUTTON DOOR LOCK. REFER TO ELECTRICAL DRAWINGS AND HARDWARE LIST.

OWL = OCCUPIED WHEN/LIT BUTTON.  REFER TO ELECTRICAL DRAWINGS.

CA = EMERGENCY CALL SYSTEM; CALL ASSIST PUSH BUTTON.  REFER TO ELECTRICAL DRAWINGS.
PROVIDE WALL MOUNTED EMERGENCY SIGN THAT CONTAINS THE WORDS "IN THE EVENT OF AN
EMERGENCY PUSH EMERGENCY BUTTON OR PANIC STRIP AND AUDIBLE AND VISUAL WILL ACTIVATE".
MOUNT SIGN ABOVE THE EMERGENCY PUSH BUTTON.  REFER TO ELECTRICAL DRAWINGS.

TP = TOWEL TISSUE DISPENSER IS SUPPLIED AND INSTALLED WITH THE FOLD DOWN GRAB BAR AND WALL
MOUNTED TOWEL TISSUE DISPENSER IS SUPPLIED BY THE OWNER AND INSTALLED BY THE CONTRACTOR.

PT = WALL MOUNTED PAPER TOWEL DISPENSER SUPPLIED BY THE OWNER AND INSTALLED BY THE
CONTRACTOR.

LV = WALL MOUNTED LAVATORY.  AT BARRIER-FREE WASHROOM, PROVIDE BARRIER-FREE LAVATORY WITH
KNEE SHROUD.  REFER TO MECHANICAL DRAWINGS.

WC = FLOOR MOUNTED WATER CLOSET.

NOTES:

1. PROVIDE CONTINUOUS WOOD BLOCKING IN GYPSUM BOARD FINISHED STEEL STUD PARTITIONS AS
REQUIRED TO SECURE WALL MOUNTED WASHROOM ACCESSORIES.

2. REFER TO DRAWING 1/A6.1 FOR BARRIER-FREE WATER CLOSET REQUIREMENTS.
3. REFER TO DRAWING 2/A6.1 FOR BARRIER-FREE LAVATORY REQUIREMENTS.
4. REFER TO DRAWING 3/A6.1 FOR MOUNTING HEIGHTS OF WASHROOM ACCESSORIES.
5. FD = NEW FLOOR DRAIN.  REFER TO MECHANICAL DRAWINGS.
6. CO = NEW CLEANOUT.  REFER TO MECHANICAL DRAWINGS.
7. P-N = NEW POWER RECEPTACLE.  REFER TO ELECTRICAL DRAWINGS.
8. LS-N = NEW LIGHT SWITCH/SENOR.  REFER TO ELECTRICAL DRAWINGS.
9. PG = WALL MOUNTED PHENOLIC GABLE.  REFER TO SPECIFICATIONS.
10. IN = INTERCOM.  REFER TO ELECTRICAL DRAWINGS.

WASHROOM FIXTURES AND ACCESSORIES LEGEND

6
A6.1

INTERIOR ELEVATION AT MAIN OFFICE F4 
1:50
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INTERIOR ELEVATION AT OSR ROOM F3
1:50

9
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INTERIOR ELEVATION AT PRINCIPAL'S OFFICE F2
1:50
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REF.
N.I.C.

100mm HIGH
RUBBER BASE 100mm HIGH

RUBBER BASE
100mm HIGH

RUBBER BASE
100mm HIGH
RUBBER BASE

T/O EX
FINISHED FLOOR

U/S OF FIN.
CEILING

VP

VP

GLAZED HOLLOW METAL FRAMED
DEMOUNTABLE PARTITION. REFER
TO DOOR AND SCREEN SCHEDULE
ON DRAWING A8.1

GYPSUM BOARD FINISHED
PARTITION.  PROVIDE PAINT

FINISH. (TYP)

ELEVATION A ELEVATION B ELEVATION C ELEVATION D

NEW CORNER
GUARDS AT
PARTITION
CORNERS TYP.

GYPSUM BOARD FINISHED
BULKHEAD.  PROVIDE PAINT

FINISH. (TYP)

NEW KITCHEN
MILLWORK. REFER
TO DETAIL 5/A7.3.

NEW ALUMINUM FRAMED
EXTERIOR FRAMED WINDOW AND

ALUMINUM DOOR ASSEMBLY.

D08a S-HM01
P-N P-N P-N P-N

PH-N PH-N PH-N

S-N TH-N

NEW FIRE BELL. REFER TO
ELECTRICAL DRAWINGS.

NEW POWER
RECEPTACLE. REFER
TO ELECTRICAL
DRAWINGS.

NEW THERMOSTAT AND
SENSOR. REFER TO

MECHANICAL
DRAWINGS.

NEW POWER
RECEPTACLE. REFER

TO ELECTRICAL
DRAWINGS.

NEW POWER
RECEPTACLE. REFER
TO ELECTRICAL
DRAWINGS. (TYP.)

NEW POWER AND
DATA  RECEPTACLES
ABOVE NEW
FURNITURE
COUNTERS. REFER TO
ELECTRICAL
DRAWINGS. (TYP.)

NEW POWER
RECEPTACLE AT HIGH
LEVEL (PH-N). REFER
TO ELECTRICAL
DRAWINGS. (TYP.)

U/S OF DECK

NEW GRILLE BRICKVENT. REFER
TO MECHANICAL AND
STRUCTURAL DRAWINGS.

EXISTING OPEN WEBBED
STEEL JOISTS. (TYP.)

FURNITURE. N.I.C.

D08b

VP

VP

VPVPVPVP

VP
S-AL01

2
A7.1

8
A7.1

GYPSUM BOARD FINISHED
PARTITION.   PROVIDE PAINT

FINISH. (TYP)

P5

C2

NEW GYPSUM BOARD FINISHED BULKHEAD
WITH C2 CEILING ASSEMBLY AND P5

PARTITION ASSEMBLY.  REFER TO
DRAWING A2.0 FOR ASSEMBLY TYPES.

REF.
N.I.C.

MIC. N.I.C.

RANGE  N.I.C.
AND RANGE

HOOD.  REFER TO
MECHANICAL

DRAWINGS.

PH-N

P-N

DISHWASHER
N.I.C.

P-N

NEW CERAMIC WALL
TILE TYPE CWT5.
REFER TO
SPECIFICATIONS.

NEW GYPSUM BOARD FINISHED BULKHEAD
WITH C2 CEILING ASSEMBLY AND P5

PARTITION ASSEMBLY.  REFER TO
DRAWING A2.0 FOR ASSEMBLY TYPES.

2
A7.1

8
A7.1

VP

PH-N
DH-N

PH-N
DH-N

PH-N
DH-N

EXISTING MASONRY WALL BEYOND

NEW COAT HOOK.
REFER TO DETAIL
5/A7.1.

NEW RUNNING
MAN EXIT SIGN.

REFER TO
ELECTRICAL
DRAWINGS.

100mm HIGH
RUBBER BASE 100mm HIGH

RUBBER BASE
100mm HIGH
RUBBER BASE

T/O EX
FINISHED
FLOOR

U/S OF FIN.
CEILING

GYPSUM BOARD FINISHED WALL
PROVIDE PAINT FINISH. (TYP)

GYPSUM BOARD FINISHED WALL
PROVIDE PAINT FINISH. (TYP)

NEW HOLLOW MENTAL DOOR AND FRAME. REFER TO
DOOR AND HARDWARE SCHEDULE ON DRAWING A8.1

NEW HOLLOW MENTAL DOOR
AND FRAME. REFER TO
DOOR AND HARDWARE
SCHEDULE ON DRAWING A8.1

NEW HOLLOW MENTAL DOOR AND
FRAME. REFER TO DOOR AND

HARDWARE SCHEDULE ON
DRAWING A8.1

OPEN TO BEYOND

ELEVATION A ELEVATION B ELEVATION C ELEVATION D

WALL
RETURN

WALL
RETURN

WALL
RETURN

PUBLIC ADDRESS
EQUIPMENT BY OWNER. GYPSUM BOARD FINISHED WALL

PROVIDE PAINT FINISH.

NEW WORKROOM
MILLWORK - MLK4.
REFER TO DETAIL
3/A7.4

D05 D04b D10

PDO

BF: AUTOMATIC PUSH BUTTON.
REFER TO HARDWARE SCHEDULE &
ELECTRICAL DRAWINGS.

BF
P-ND-N

NEW RUNNING MAN EXIT SIGN.
REFER TO ELECTRICAL DRAWINGS.

NEW FIRE BELL. REFER TO
ELECTRICAL DRAWINGS.

EMERGENCY
LIGHT.
REFER TO
ELECTRICAL
DRAWINGS.

J

JUNCTION BOX. REFER TO
ELECTRICAL DRAWINGS.

VP

VP

WALL
RETURN

NEW POWER AND DATA
RECEPTACLES. REFER
TO ELECTRICAL
DRAWINGS.

NEW STAINLESS STEEL CORNER
GUARD. (TYP.)

PUSH
TO   OPEN

CUT LINE

REFER TO 3D/A6.2
FOR
CONTINUATION
OF WALL.

NEW STAINLESS
STEEL CORNER
GUARD. (TYP.)

VP

VP

POWER DOOR OPERATOR (PDO).  REFER
TO ELECTRICAL DRAWINGS. GYPSUM BOARD FINISHED WALL

PROVIDE PAINT FINISH. (TYP)

10
A7.1

REV

100mm HIGH
RUBBER BASE

100mm HIGH
RUBBER BASE

100mm HIGH
RUBBER BASE

100mm HIGH
RUBBER BASE

T/O EX
FINISHED FLOOR

U/S OF FIN.
CEILING

GYPSUM BOARD FINISHED WALL
PROVIDE PAINT FINISH. (TYP)

GLAZED HOLLOW METAL FRAMED
DEMOUNTABLE PARTITION.
REFER TO DOOR AND SCREEN
SCHEDULE ON DRAWING A8.1

NEW HOLLOW METAL DOOR AND
FRAME. REFER TO DOOR AND

HARDWARE SCHEDULE ON
DRAWING A8.1.

OPEN TO BEYOND

ELEVATION A ELEVATION B ELEVATION C ELEVATION D

WALL
RETURN

EXISTING ALUMINUM FRAMED
EXTERIOR WINDOW.

GYPSUM BOARD FINISHED WALL PROVIDE
PAINT FINISH.

EXISTING CONCRETE MASONRY
BLOCK WALL. PROVIDE PAINT FINISH.

NEW SURFACE MOUNTED TACKBOARD.

NEW WORKROOM
MILLWORK - MLK2.
REFER TO DETAIL
1/A7.4

NEW WORKROOM
MILLWORK - MLK1.
REFER TO DETAIL
2/A7.4

D08a D11S-HM01

COPIER. N.I.C.

D-NP-N

PH-N PH-N

NEW RUNNING
MAN EXIT SIGN.

REFER TO
ELECTRICAL
DRAWINGS.

NEW STAINLESS STEEL
CORNER GUARD. (TYP.)

CUT LINE

REFER TO 4D/A6.2 FOR CONTINUATION
OF WALL.

TACK BOARD
(TB)
1200mm X
1200mm

NEW DATA AND POWER
RECEPTACLES. REFER
TO ELECTRICAL
DRAWINGS.

NEW POWER
RECEPTACLE AT HIGH
LEVEL (PH-N). REFER
TO ELECTRICAL
DRAWINGS. (TYP.)

NEW STAINLESS STEEL
CORNER GUARD. (TYP.)

100mm HIGH
RUBBER BASE

100mm HIGH
RUBBER BASE

T/O EX
FINISHED FLOOR

U/S OF FIN.
CEILING

GYPSUM BOARD FINISHED WALL
PROVIDE PAINT FINISH. (TYP)

GYPSUM BOARD FINISHED WALL
PROVIDE PAINT FINISH. (TYP)

GYPSUM BOARD FINISHED WALL
PROVIDE PAINT FINISH. (TYP)

NEW HOLLOW METAL
DOOR AND FRAME. REFER
TO DOOR AND HARDWARE
SCHEDULE ON DRAWING
A8.1.

100mm HIGH
RUBBER BASE

ELEVATION A ELEVATION B ELEVATION C ELEVATION D

EXISTING ALUMINUM
FRAMED EXTERIOR

WINDOW.

EXISTING CONCRETE
MASONRY BLOCK

WALL. PROVIDE PAINT
FINISH.

NEW SURFACE MOUNTED TACKBOARD. (TYP.)

D07

D-NP-N

TH-N

P-N P-N

NEW OCCUPANCY SENSOR. REFER TO
ELECTRICAL DRAWINGS.

TACK BOARD
(TB)
1200mm X
1200mm

TACK BOARD
(TB)
1200mm X
1200mm

WHITE BOARD (WB)
2400mm X 1200mm

NEW SURFACE MOUNTED WHITE BOARD. (TYP.)

DS

DIGITAL TV SCREEN (DS) AND WALL
BRACKET SUPPLIED BY OWNER AND
INSTALLED BY CONTRACTOR.
PROVIDE CONTINUOUS WOOD
BLOCKING IN GYPSUM BOARD STUD
PARTITION AS REQUIRED TO DS.

NEW POWER AND DATA
RECEPTACLES. REFER TO
ELECTRICAL DRAWINGS.

NEW THERMOSTAT
REFER TO MECHANICAL
DRAWINGS.

NEW POWER
RECEPTACLE. REFER
TO ELECTRICAL
DRAWINGS.

NEW POWER
RECEPTACLE. REFER
TO ELECTRICAL
DRAWINGS.

D-NP-N

D-NP-N

T/O EX
FINISHED FLOOR

U/S OF FIN.
CEILING

BF

100mm HIGH
PORCELAIN TILE
BASE TYPE POR

100mm HIGH
PORCELAIN TILE
BASE. (TYP.)

NEW FIRE-RATED HOLLOW METAL
FRAMED INTERIOR WINDOWS  WITH
CERAMIC FIRE GLASS. (TYP.)

VP

VP

FIRE-RATED HOLLOW METAL DOOR AND FRAME
WITH CERAMIC FIRE GLASS. REFER TO DOOR
AND SCREEN SCHEDULE ON DRAWING A8.1

VP

BF: AUTOMATIC PUSH BUTTON.
REFER TO HARDWARE SCHEDULE
& ELECTRICAL DRAWINGS.

BF: AUTOMATIC PUSH
BUTTON.  REFER TO
HARDWARE SCHEDULE &
ELECTRICAL DRAWINGS.

BF

NEW GYPSUM BOARD BULKHEAD.
PROVIDE PAINT FINISH.

NEW FIRE-RATED HOLLOW METAL
FRAMED INTERIOR WINDOWS  WITH
CERAMIC FIRE GLASS (TYP.).

ELEVATION A ELEVATION B

D04a S-
HM

02

W-HM01 W-HM04 W-HM04 W-HM03
PUSH
TO   OPEN

PUSH
TO   OPEN

W-HM02

ELEVATION C

100mm HIGH PORCELAIN TILE  BASE.

NEW GYPSUM BOARD FINISHED BULKHEAD.
PROVIDE PAINT FINISH.

CERAMIC WALL TILE
FINISH (CWT3)

CERAMIC WALL TILE FINISH (CWT3)

NEW GYPSUM BOARD
FINISHED BULKHEAD.

PROVIDE PAINT FINISH.

W-HM01 W-HM01 W-HM01

CERAMIC WALL TILE FINISH (CWT4)

CERAMIC WALL
TILE FINISH
(CWT4)

CWT4
RETURN

CWT4
RETURN

WALL
RETURN

LEDGE OF CERAMIC WALL TILE. (CWT4)

CERAMIC WALL TILE FINISH (CWT3)

CWT3 CWT3

NEW FIRE-RATED HOLLOW METAL
FRAMED INTERIOR WINDOWS  WITH
CERAMIC FIRE GLASS (TYP.).

3722

U/S OF EXISTING ROOF DECK

VAPOUR RETARDER / AIR BARRIER MEMBRANE.
LAP AND SEAL ONTO FIBRE BOARD OVERLAY

AND METAL ROOF DECK.

NEW MODIFIED BITUMEN MEMBRANE
ROOFING SYSTEM. REFER TO

SPECIFICATION.

NEW ROOF ASSEMBLY TO MATCH EXISTING TO SUIT
ROOF PENETRATION. REFER TO SPECIFICATIONS FOR
TYPE OF ROOFING ASSEMBLY.

SLOPESLOPE

C
 O

F 
PI

PE

PRE-FABRICATED METAL STACK FLASHING.
FULLY INSULATED

METAL COUNTER FLASHING

MECHANICAL EXHAUST GOOSENECK PIPE.
REFER TO MECHANICAL DRAWINGS

SEAL AROUND COUNTER FLASHING
WITH SILICON SEALER

LAP AND SEAL VAPOUR RETARDER ONTO  ROOF DECK.

PIPE SLEEVE

FLEXIBLE MEMBRANE AIR BARRIER C/W
EXPANSION LOOPS

AIR BARRIER CLAMPING RING

DECK CLAMP (TYP.)

L

EXISTING 4 PLY FELT ASPHALT AND GRAVEL
ROOF ON FIBERGLAS INSULATION. (TYP.) DECK FLANGE

FLEXIBLE ROOF FLASHING

PROVIDE BIRD SCREEN AT END OF GOOSENECK
PIPE. REFER TO MECHANICAL DRAWINGS.

PROPOSED INTERIOR ELEVATIONS AND DETAIL

AS NOTED

A6.2
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100 mm HIGH RUBBER BASE TOE KICK
ON 19mm VENEER CORE PLYWOOD.

STAINLESS STEEL SINK.  REFER TO
MECHANICAL DRAWINGS.

POST FORMED PLASTIC LAMINATE
COUNTERTOP C/W HIGH
BACKSPLASH ON STOCK.

16mm MELAMINE BACK C/W 3mm PVC
EDGE WHERE EXPOSED.

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

CONTINUOUS ANGLE BRACKET -
FULL CABINET WIDTH.

19mm MELAMINE FIXED PANEL C/W
3mm PVC EDGE WHERE EXPOSED.

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

16mm MELAMINE BACK C/W 3mm PVC
EDGE WHERE EXPOSED.

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

NOTES:
1. UPPER CABINET ONLY WHERE SHOWN ON

ELEVATIONS.
2. REFER TO ELEVATIONS FOR CABINETS WITH

DOORS. (DOTTED) TYP.

U/S OF FINISHED CEILING

P5

13mm GYPSUM BOARD ON 64mm
STEEL STUDS AT 400mm O.C.
EXTEND PARTITION TO 100mm
ABOVE FINISHED CEILING.
13mm GYPSUM BOARD ON 64mm
CHANNEL FRAMING AT 400mm O.C.

C2

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

NOTES:
1. UPPER CABINET ONLY WHERE SHOWN ON

ELEVATIONS.
2. REFER TO ELEVATIONS FOR CABINETS WITH

DOORS. (DOTTED) TYP.

19mm MELAMINE ADJUSTABLE SHELF
WITH 3mm PVC EDGES.

16mm MELAMINE BACK C/W 3mm PVC
EDGE WHERE EXPOSED.

U/S OF FINISHED CEILING

13mm GYPSUM BOARD ON 64mm STEEL
STUDS AT 400mm O.C. EXTEND PARTITION
TO 100mm ABOVE FINISHED CEILING. AT
KITCHENETTE.
13mm GYPSUM BOARD ON 64mm
CHANNEL FRAMING AT 400mm O.C.
AT KITCHENETTE.

P5

C2

16mm MELAMINE BACK C/W 3mm PVC
EDGE WHERE EXPOSED.

19mm MELAMINE ADJUSTABLE SHELF
WITH 3mm PVC EDGES.

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE SHELF WITH 3mm
PVC EDGE SCREWED DOWN TO
BOTTOM SHELF.

U/S OF FINISHED CEILING

13mm GYPSUM BOARD ON 64mm
STEEL STUDS AT 400mm O.C.
EXTEND PARTITION TO 100mm
ABOVE FINISHED CEILING.

13mm GYPSUM BOARD ON 64mm
CHANNEL FRAMING AT 400mm O.C.

P5

C2

DRAWER

DRAWER

POST FORMED PLASTIC LAMINATE
COUNTERTOP C/W 76mm HIGH
BACKSPLASH ON STOCK.

19mm MELAMINE PANEL DRAWER
FRONT C/W 3mm PVC EDGES. REFER
TO SPEC FOR DRAWER SLIDERS AND
DRAWER CONSTRUCTION (METABOX).

16mm MELAMINE BACK C/W 3mm PVC
EDGE WHERE EXPOSED.

19mm MELAMINE TOP, BOTTOM C/W
3MM PVC EDGE.

100mm HIGH RUBBER BASE TOE KICK
ON 19mm VENEER CORE PLYWOOD

19mm MELAMINE COUNTERTOP C/W
3mm PVC ON ALL EXPOSED EDGES
AND BETWEEN BUTT JOINT EDGES.

19mm MELAMINE ADJUSTABLE SHELF
WITH 3mm PVC EDGES COMPLETE
WITH PIN SUPPORTS TYP.

16mm MELAMINE BACK C/W 3mm PVC
EDGE WHERE EXPOSED.

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER
CORE PLYWOOD.

19mm MELAMINE TOP,
BOTTOM C/W 3mm PVC
EDGE.

19mm MELAMINE
ADJUSTABLE SHELF WITH
3mm PVC EDGES.

16mm MELAMINE BACK C/W 3mm
PVC EDGE WHERE EXPOSED.

POST FORMED PLASTIC LAMINATE
COUNTERTOP C/W 76 HIGH
BACKSPLASH ON STOCK

19mm MELAMINE DOOR
C/W 3mm PVC EDGE ON
ALL EXPOSED EDGES.

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER
CORE PLYWOOD.

19mm MELAMINE
TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE
ADJUSTABLE SHELF
WITH 3mm PVC
EDGES.

19mm MELAMINE
ADJUSTABLE SHELF
WITH 3mm PVC EDGES.

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER
CORE PLYWOOD.

16mm MELAMINE
BACK C/W 3mm PVC
EDGE WHERE
EXPOSED.

19mm MELAMINE
TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE
FIXEDSHELF C/W 3mm PVC
EDGES.

SHELF PIN SUPPORTS TYP.
AT GABLES WITH
ADJUSTABLE SHELVES.

POST FORMED PLASTIC LAMINATE
COUNTERTOP C/W 76 HIGH
BACKSPLASH ON STOCK

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE.

16mm MELAMINE BACK C/W 3mm
PVC EDGE WHERE EXPOSED.

100 HIGH RUBBER BASE TOE KICK
ON 19 VENEER CORE PLYWOOD.

19mm MELAMINE DOOR C/W 3mm
PVC EDGE ON ALL EXPOSED
EDGES.

19mm MELAMINE BACK
PANEL ADHERED TO WALL
FINISH C/W 3mm PVC EDGE
ON ALL EXPOSED EDGES.

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE ON
CONTINUOUS 19mm RAILS.

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE.

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE.

16mm MELAMINE BACK C/W 3mm
PVC EDGE WHERE EXPOSED.

POST FORMED PLASTIC LAMINATE
COUNTERTOP.

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE.

16mm MELAMINE BACK C/W 3mm
PVC EDGE WHERE EXPOSED.

100 HIGH RUBBER BASE TOE KICK
ON 19 VENEER CORE PLYWOOD.

19mm MELAMINE DOOR C/W 3mm
PVC EDGE ON ALL EXPOSED
EDGES.

5/A7.1

19mm TOP SHELF C/W MELAMINE FINISH
ON ALL EXPOSED FACES.

17
50

m
m

 A
.F

.F
.

19mm X 64mm SOLID MAPLE WOOD NOSING
RABBETED TO SUPPORT TOP SHELF. STAIN
TO MATCH MELAMINE FINISH.

19mm PLYWOOD GUSSETS WITH
MELAMINE FINISH. PROVIDE THREE (3)
GUSSETS TO SUPPORT SHELF. PROVIDE
SOLID MAPLE EDGE STAINED TO MATCH
MELAMINE FINISH.

PROVIDE WOOD BLOCKING FOR SHELF
SUPPORT IN STUD WALL ASSEMBLY

19mm SOLID MAPLE WOOD BACK PANEL
RABBETED TO SUPPORT TOP SHELF.
SECURE TO WALL AND WOOD BLOCKING
WITH DOUBLE ROW OF BOLTS AT 600mm
O.C. MAX. STAIN WOOD TO MATCH
MELAMINE FINISH.

25mm Ø 18ga CHROMED COAT ROD C/W ROD
FLANGES AT ENDS SECURED TO GUSSETS.

NOTE:
1. STAIN EXPOSED WOOD SURFACES.

TO MATCH MELAMINE FINISH.

P2

10
A7.1

POST FORMED PLASTIC LAMINATE
COUNTERTOP C/W 76 HIGH
BACKSPLASH ON STOCK

100 HIGH RUBBER BASE TOE KICK ON
19 VENEER CORE PLYWOOD.

19mm MELAMINE DOOR C/W 3mm PVC
EDGE ON ALL EXPOSED EDGES. (TYP.)

DOOR PULL (TYP.)
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9
A7.1

100 mm HIGH RUBBER BASE
TOE KICK ON 19mm VENEER
CORE PLYWOOD.

STAINLESS STEEL SINK AND
FAUCET.  REFER TO
MECHANICAL DRAWINGS.

POST FORMED PLASTIC
LAMINATE COUNTERTOP
C/W HIGH BACKSPLASH ON
STOCK.

19mm MELAMINE TOP,
BOTTOM C/W 3mm PVC
EDGE.

19mm MELAMINE DOOR C/W
3mm PVC EDGE ON ALL
EXPOSED EDGES.

DOOR PULL (TYP.)

4
A7.1

4/A7.2

19mm MELAMINE TOP,
BOTTOM C/W 3mm PVC
EDGE.

19mm MELAMINE TOP,
BOTTOM C/W 3mm PVC
EDGE.

19mm MELAMINE
ADJUSTABLE SHELF WITH
3mm PVC EDGES.

DOOR PULL (TYP.)

3
A7.1

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE ADJUSTABLE SHELF
WITH 3mm PVC EDGES.

DOOR PULL (TYP.)

ADJUSTABLE SHELF

2
A7.1

16mm MELAMINE BACK C/W 3mm PVC
EDGE WHERE EXPOSED.

19mm MELAMINE ADJUSTABLE SHELF
WITH 3mm PVC EDGES.

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE SHELF WITH 3mm
PVC EDGE SCREWED DOWN TO
BOTTOM SHELF.

8
A7.1

POST FORMED PLASTIC LAMINATE
COUNTERTOP C/W 76mm HIGH
BACKSPLASH ON STOCK.

19mm MELAMINE PANEL DRAWER
FRONT C/W 3mm PVC EDGES. REFER
TO SPEC FOR DRAWER SLIDERS AND
DRAWER CONSTRUCTION (METABOX).

19mm MELAMINE TOP, BOTTOM C/W
3MM PVC EDGE.

100mm HIGH RUBBER BASE TOE KICK
ON 19mm VENEER CORE PLYWOOD

DRAWER PULL (TYP.)

ADJUSTABLE SHELF

7
A7.1

19mm MELAMINE COUNTERTOP C/W
3mm PVC ON ALL EXPOSED EDGES
AND BETWEEN BUTT JOINT EDGES.

19mm MELAMINE ADJUSTABLE SHELF
WITH 3mm PVC EDGES.

16mm MELAMINE BACK C/W 3mm PVC
EDGE WHERE EXPOSED.

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER
CORE PLYWOOD.

6
A7.1

19mm MELAMINE TOP,
BOTTOM C/W 3mm PVC
EDGE.

19mm MELAMINE
ADJUSTABLE SHELF WITH
3mm PVC EDGES.

POST FORMED PLASTIC LAMINATE
COUNTERTOP C/W 76 HIGH
BACKSPLASH ON STOCK

19mm MELAMINE DOOR
C/W 3mm PVC EDGE ON
ALL EXPOSED EDGES.

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER
CORE PLYWOOD.

DOOR PULL (TYP.)

ADJUSTABLE SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

FIXED SHELF

1
A7.1

19mm MELAMINE TOP,
BOTTOM C/W 3mm PVC
EDGE. (TYP.)

19mm MELAMINE
ADJUSTABLE SHELF WITH
3mm PVC EDGES. (TYP.)

19mm MELAMINE
ADJUSTABLE SHELF WITH
3mm PVC EDGES. (TYP.)

16mm MELAMINE BACK
C/W 3mm PVC EDGE
WHERE EXPOSED. (TYP.)

19mm MELAMINE TOP,
BOTTOM C/W 3mm PVC
EDGE. (TYP.)

19mm MELAMINE FIXEDSHELF
C/W 3mm PVC EDGES. (TYP.)

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER
CORE PLYWOOD.

11
A7.1

19mm MELAMINE TOP,
BOTTOM C/W 3mm PVC
EDGE.

POST FORMED PLASTIC
LAMINATE
COUNTERTOP C/W 76
HIGH BACKSPLASH ON
STOCK

19mm MELAMINE DOOR
C/W 3mm PVC EDGE ON
ALL EXPOSED EDGES.

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER
CORE PLYWOOD.

DOOR PULL (TYP.)

19mm MELAMINE BACK
PANEL ADHERED TO WALL
FINISH C/W 3mm PVC EDGE
ON ALL EXPOSED EDGES.

19mm MELAMINE TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE
TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE
TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE
TOP, BOTTOM C/W
3mm PVC EDGE.

19mm MELAMINE
FIXED SHELF C/W
3mm PVC EDGE.

10
A7.1

CONTINUOUS 19mm
RAILS WITH

MATCHING PLASTIC
LAMINATE FINISH

WHERE EXPOSED.

POSTFORMED PLASTIC LAMINATE
LOW COUNTERTOP WITH WATERFALL

GABLES BEYOND. (TYP.)

19mm MELAMINE GABLES C/W 3mm PVC
EDGE WHERE EXPOSED.

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER

CORE PLYWOOD.

19mm PLASTIC LAMINATE FRONT GABLE C/W
3mm PVC EDGE WHERE EXPOSED.

ELECTRICAL CHASE.  COORDINATE LOCATION
OF POWER AND DATA RECEPTACLES IN

MILLWORK.

RECEPTACLES IN ELECTRICAL
CHASE.  COORDINATE LOCATION OF
POWER AND DATA RECEPTACLES IN

MILLWORK.

POSTFORMED PLASTIC LAMINATE HIGH
COUNTERTOP WITH WATERFALL

GABLES BEYOND. (TYP.)

CUPBOARD PULL TYP.

19mm MELAMINE ADJUSTABLE SHELF WITH
3mm PVC EDGES AND PIN SUPPORTS.

19mm MELAMINE BOTTOM C/W 3mm PVC
EDGE.

19mm MELAMINE DOOR C/W 3mm PVC EDGE
ON ALL EXPOSED EDGES.

19mm MELAMINE PANEL DRAWER FRONT,
BOTTOM AND SIDE GABLES C/W 3mm PVC
EDGES. REFER TO SPECIFICATIONS FOR

DRAWER SLIDERS AND DRAWER
CONSTRUCTION (TYP.)

CONTINUOUS 19mm
RAILS WITH
MATCHING PLASTIC
LAMINATE FINISH
WHERE EXPOSED.

POSTFORMED PLASTIC LAMINATE
LOW COUNTERTOP WITH WATERFALL
GABLES BEYOND. (TYP.)

19mm MELAMINE GABLES C/W 3mm PVC
EDGE WHERE EXPOSED.

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER
CORE PLYWOOD.

19mm PLASTIC LAMINATE FRONT GABLE C/W
3mm PVC EDGE WHERE EXPOSED.

ELECTRICAL CHASE.  COORDINATE LOCATION
OF POWER AND DATA RECEPTACLES IN
MILLWORK.

RECEPTACLES IN ELECTRICAL
CHASE.  COORDINATE LOCATION OF
POWER AND DATA RECEPTACLES IN
MILLWORK.

POSTFORMED PLASTIC LAMINATE HIGH
COUNTERTOP WITH WATERFALL
GABLES BEYOND. (TYP.)

DRAWER PULL TYP.

SLOPED PLASTIC LAMINATE PANEL
ANGLED PLASTIC LAMINATE FRONT
PANEL WITH MATCHING PVC EDGES

19mm INTERMEDIATE
GABLE WITH MELAMINE
FINISH AND MATCHING
PVC EDGES TYP.
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MILLWORK ELEVATION DETAIL - TYP. UPPER 
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A7.2

MILLWORK ELEVATION DETAIL - MICROWAVE SHELF
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7
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MILLWORK ELEVATION DETAIL - LOWER CABINET WITH 
DRAWERS                                                                        1:10

6
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MILLWORK ELEVATION DETAIL - MLK1 LOW SHELF
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5
A7.2

MILLWORK ELEVATION DETAIL - TYP. LOWER CABINET
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1
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MILLWORK ELEVATION DETAIL - MLK1 TALL 
SHELF                                                         1:10
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MILLWORK SECTION DETAIL - MLK4 PA CABINET
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MILLWORK SECTION DETAIL - MLK4 MAIL SLOTS
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11
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RECEPTION DESK MILLWORK SECTION THROUGH CABINET
1:10

12
A7.2

RECEPTION DESK MILLWORK SECTION THROUGH 
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11
A7.2

12
A7.2

2
A7.3

3
A7.3

STAFF SIDE
4A
A7.3

4B
A7.3

6
A7.3

6
A7.3

POST FORMED LOW
PLASTIC LAMINATE
COUNTERTOP AND
WATERFALL GABLES
(TYP.)

POST FORMED HIGH
PLASTIC LAMINATE
COUNTERTOP AND
WATERFALL GABLES
(TYP.)

PLASTIC LAMINATE
COLOUR 2

CONTINUOUS 19mm
RAILS WITH

MATCHING PLASTIC
LAMINATE FINISH

WHERE EXPOSED.

POSTFORMED PLASTIC
LAMINATE LOW

COUNTERTOP WITH
WATERFALL GABLES

BEYOND. (TYP.)

19mm MELAMINE GABLES
C/W 3mm PVC EDGE

WHERE EXPOSED.

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER

CORE PLYWOOD.

19mm MELAMINE GABLES
C/W 3mm PVC EDGE

WHERE EXPOSED.

19mm PLASTIC LAMINATE
FRONT GABLE C/W 3mm

PVC EDGE WHERE
EXPOSED.

ELECTRICAL CHASE.  COORDINATE
LOCATION OF POWER AND DATA

RECEPTACLES IN MILLWORK.

RECEPTACLES IN ELECTRICAL
CHASE.  COORDINATE LOCATION OF
POWER AND DATA RECEPTACLES IN

MILLWORK.

POSTFORMED PLASTIC LAMINATE HIGH
COUNTERTOP WITH WATERFALL

GABLES BEYOND. (TYP.)

CONTINUOUS 19mm
RAILS WITH

MATCHING PLASTIC
LAMINATE FINISH

WHERE EXPOSED.

POSTFORMED PLASTIC
LAMINATE LOW

COUNTERTOP WITH
WATERFALL GABLES.

(TYP.)

19mm MELAMINE GABLES
C/W 3mm PVC EDGE

WHERE EXPOSED.

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER

CORE PLYWOOD.

19mm MELAMINE
PRIVACY PANEL C/W 3mm

PVC EDGE WHERE
EXPOSED.

PLASTIC LAMINATE
COLOUR 2

A. STAFF ELEVATION B. FRONT ELEVATION

11
A7.2

12
A7.2

2
A7.3

3
A7.3

POST FORMED PLASTIC
LAMINATE WATERFALL
EDGE BOTH SIDES TYP.

POST FORMED PLASTIC
LAMINATE COUNTERTOP.

(TYP.)

16mm MELAMINE BACK
C/W 3mm PVC EDGE

WHERE EXPOSED.

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER

CORE PLYWOOD.

19mm MELAMINE DOOR
C/W 3mm PVC EDGE ON

ALL EXPOSED EDGES.

19mm MELAMINE PANEL
DRAWER FRONT C/W 3mm PVC
EDGES. REFER TO SPEC FOR
DRAWER SLIDERS AND
DRAWER CONSTRUCTION (TYP.)

16mm MELAMINE FRONT
C/W 3mm PVC EDGE

WHERE EXPOSED.

POST FORMED PLASTIC
LAMINATE COUNTERTOP.

(TYP.)

19mm MELAMINE GABLES
AND FRONT PANEL C/W
3mm PVC EDGE WHERE

EXPOSED.

19mm MELAMINE GABLES
AND FRONT PANEL C/W
3mm PVC EDGE WHERE

EXPOSED.

19mm MELAMINE PRIVACY PANEL C/W 3mm
PVC EDGE WHERE EXPOSED.

RUBBER WALL BASE ALL
SIDES TYP.

RUBBER WALL BASE ALL
SIDES TYP.

11
A7.2

12
A7.2

2
A7.3

3
A7.3

POST FORMED PLASTIC
LAMINATE WATERFALL

EDGE.

POST FORMED HIGH
PLASTIC LAMINATE
COUNTERTOP. (TYP.)

19mm MELAMINE GABLES
AND FRONT PANEL C/W
3mm PVC EDGE WHERE
EXPOSED.

19mm MELAMINE
PRIVACY PANEL C/W 3mm
PVC EDGE WHERE
EXPOSED.

RUBBER WALL BASE ALL
SIDES TYP.

POST FORMED LOW
PLASTIC LAMINATE
COUNTERTOP AND
WATERFALL GABLE
(TYP.)

PLASTIC LAMINATE
PANEL FLUSH WITH
LAMINATE COUNTERTOP.

POST FORMED LOW
PLASTIC LAMINATE
COUNTERTOP AND
WATERFALL GABLE

(TYP.)

PLASTIC LAMINATE
COLOUR 1

PLASTIC LAMINATE
COLOUR 2

PLASTIC LAMINATE
COLOUR 3

PLASTIC LAMINATE
COLOUR 2

RUBBER WALL BASE ALL
SIDES TYP.

PLASTIC LAMINATE
COLOUR 3

PLASTIC LAMINATE
COLOUR 3

TYPICAL SIDE ELEVATION

POST FORMED LOW
PLASTIC LAMINATE
COUNTERTOP AND
WATERFALL GABLE
(TYP.)

PLASTIC LAMINATE
COLOUR 2

PLASTIC LAMINATE
COLOUR 3

DISH WASHER
N.I.C.

ADJUSTABLE SHELF

MIC
N.I.C.RANGE

HOOD
REF.
N.I.C.

REF.
N.I.C.

4
A7.1

2
A7.1

4
A7.1

4
A7.1

4
A7.1

3
A7.1

3
A7.1

8
A7.1

9
A7.1

6
A7.1

NEW GYPSUM BOARD FINISHED
BULKHEAD. PROVIDE PAINT FINISH.

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE. (TYP.)

19mm MELAMINE ADJUSTABLE SHELF
WITH 3mm PVC EDGES. (TYP.) 19mm MELAMINE TOP,

BOTTOM AND END GABLES
C/W 3mm PVC EDGE. (TYP.)

DOOR PULL (TYP.)

19mm MELAMINE DOOR C/W 3mm
PVC EDGE ON ALL EXPOSED
EDGES. (TYP.)

19mm MELAMINE PANEL DRAWER FRONT
C/W 3mm PVC EDGES. REFER TO SPEC FOR
DRAWER SLIDERS AND DRAWER
CONSTRUCTION (METABOX). (TYP.)

 PULL (TYP.)

19mm MELAMINE DOOR
C/W 3mm PVC EDGE ON
ALL EXPOSED EDGES.
(TYP.)

POST FORMED PLASTIC
LAMINATE COUNTERTOP
C/W BACKSPLASH ON
STOCK

100 HIGH RUBBER BASE
TOE KICK ON 19 VENEER

CORE PLYWOOD TYP.

19mm MELAMINE ADJUSTABLE
SHELF WITH 3mm PVC EDGES.
(TYP.)

16mm MELAMINE BACK
C/W 3mm PVC EDGE
WHERE EXPOSED. (TYP.)

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE. (TYP.)

NOTE:  PROVIDE CERAMIC WALL
TILE AT FULL EXTENT OF
PARTITION.  REFER TO INTERIOR
ELEVATION DRAWING.

REFER TO
ELEVATION 8/A7.2

REFER TO
ELEVATION 7/A7.2

REFER TO
ELEVATION 7/A7.2

8
A7.1

SIM.

REFER TO
ELEVATION 3/A7.2

REFER TO
ELEVATION 2/A7.2

REFER TO
ELEVATION 4/A7.2

REFER TO
ELEVATION 4/A7.2

REFER TO
ELEVATION 4/A7.2

REFER TO
ELEVATION 3/A7.2
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1

A7.3
RECEPTION DESK MILLWORK PLAN - MLK5
1:10

2
A7.3

RECEPTION DESK MILLWORK SECTION THROUGH WORK DESK
1:10

3
A7.3

RECEPTION DESK MILLWORK SECTION THROUGH 
BARRIER-FREE COUNTER                                    1:10

4
A7.3

RECEPTION DESK MILLWORK FRONT AND BACK ELEVATIONS - MLK5
1:10

6
A7.3

RECEPTION DESK MILLWORK TYPICAL SIDE ELEVATION - MLK5
1:10

5
A7.3

KITCHEN MILLWORK ELEVATION - MLK3
1:20
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MLK2 ELEVATION

6
A7.1

3
A7.1 19mm MELAMINE TOP,

BOTTOM C/W 3mm PVC
EDGE. (TYP.)

19mm MELAMINE ADJUSTABLE SHELF
WITH 3mm PVC EDGES. (TYP.)

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE. *(TYP.)

DOOR PULL (TYP.)

19mm MELAMINE DOOR
C/W 3mm PVC EDGE ON
ALL EXPOSED EDGES.
(TYP.)

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE. (TYP.)

19mm MELAMINE ADJUSTABLE SHELF
WITH 3mm PVC EDGES. (TYP.)

POST FORMED PLASTIC
LAMINATE COUNTERTOP C/W 76
HIGH BACKSPLASH ON STOCK

19mm MELAMINE DOOR C/W
3mm PVC EDGE ON ALL
EXPOSED EDGES. (TYP.)

100 HIGH RUBBER BASE TOE
KICK ON 19 VENEER CORE
PLYWOOD.

COPIER N.I.C.

TYP.

REFER TO ELEVATION 3/A7.2. REFER TO ELEVATION 3/A7.2. REFER TO ELEVATION 3/A7.2. REFER TO ELEVATION 3/A7.2. REFER TO ELEVATION 3/A7.2. REFER TO ELEVATION 3/A7.2.

REFER TO
ELEVATION 5/A7.2.

REFER TO
ELEVATION 5/A7.2.

REFER TO
ELEVATION 5/A7.2.

REFER TO
ELEVATION 5/A7.2.

TYP.

ADJUSTABLE SHELF ADJUSTABLE SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

FIXED SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

FIXED SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

FIXED SHELF

MLK1 ELEVATION

1
A7.1

7
A7.119mm MELAMINE COUNTERTOP

C/W 3mm PVC ON ALL EXPOSED
EDGES AND BETWEEN BUTT
JOINT EDGES.

19mm MELAMINE ADJUSTABLE
SHELF WITH 3mm PVC EDGES.
(TYP.)

16mm MELAMINE BACK C/W 3mm
PVC EDGE WHERE EXPOSED.
(TYP.)

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE. (TYP.)

100 HIGH RUBBER BASE TOE
KICK ON 19 VENEER CORE
PLYWOOD.

19mm MELAMINE TOP,
BOTTOM C/W 3mm PVC
EDGE. (TYP.)

19mm MELAMINE
ADJUSTABLE SHELF WITH
3mm PVC EDGES. (TYP.)

19mm MELAMINE
ADJUSTABLE SHELF
WITH 3mm PVC EDGES.
(TYP.)

16mm MELAMINE BACK
C/W 3mm PVC EDGE
WHERE EXPOSED. (TYP.)

19mm MELAMINE TOP,
BOTTOM C/W 3mm PVC
EDGE. (TYP.)

19mm MELAMINE
FIXEDSHELF C/W 3mm
PVC EDGES. (TYP.)

TYP.

TYP.

REFER TO ELEVATION 1/A7.2.REFER TO ELEVATION 1/A7.2. REFER TO ELEVATION 1/A7.2.

REFER TO ELEVATION 6/A7.2. REFER TO ELEVATION 6/A7.2.

MLK4 ELEVATION

10
A7.1

11
A7.1

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE.

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE. (TYP.)

19mm MELAMINE TOP, BOTTOM
C/W 3mm PVC EDGE. (TYP.)

19mm MELAMINE FIXED
SHELF C/W 3mm PVC EDGE.

POST FORMED
PLASTIC LAMINATE
COUNTERTOP C/W
76 HIGH
BACKSPLASH ON
STOCK

100 HIGH RUBBER
BASE TOE KICK ON
19 VENEER CORE
PLYWOOD.

19mm MELAMINE
DOOR C/W 3mm
PVC EDGE ON ALL
EXPOSED EDGES.
(TYP.)

DOOR PULL (TYP.)
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DOOR AND HARDWARE SCHEDULE

DOOR FRAME AND SCREEN
DOOR, DOOR FRAME & SCREEN NOTES DOOR HARDWARE REQUIREMENTS & NOTES

VISION
PANELTYPEFINISHMATERIALVISION

PANELTYPEFINISHMATERIALTHICKHEIGHTWIDTH

DOORFIRE
RATING

DOOR
No.

ROOM
NAME

7
A8.1

DOOR AND DOOR FRAME HARDWARE SCHEDULE AND NOTES
N.T.S.

1. REFER TO DRAWING 6/A8.1 FOR DOOR TYPE ELEVATION.

2. REFER TO DRAWING 2/A8.1 FOR HOLLOW METAL FRAMED WINDOW ELEVATION TYPES.

3. REFER TO DRAWING 3/A8.1 FOR HOLLOW METAL FRAMED DOOR ELEVATION TYPES.

4. REFER TO DRAWING 4/A8.1 FOR  HOLLOW METAL FRAMED SCREEN ELEVATION TYPES.

5. SUPPLY AND INSTALLATION OF DOOR HARDWARE, INCLUDING AUTOMATIC DOOR HARDWARE IS CARRIED IN THE
PROJECT CASH ALLOWANCE.

6. REFER TO DETAIL 5/A8.1 FOR DOOR HARDWARE LOCATION.
NOTE THE FOLLOWING:
- AT 1025mm FROM TOP OF FINISHED FLOOR TO CENTER OF LOCKSET/LATCH SET.
- AT 100mm FROM DOOR SIDE EDGE TO CENTER OF DEADLOCK.
DOOR HINGES TO BE INSTALLED AS FOLLOWS:
- TOP HINGE: 125mm MAXIMUM FROM TOP  OF HINGE TO TOP EDGE OF DOOR.
- CENTER HINGE: CENTERED BETWEEN TOP AND BOTTOM HINGE.
- BOTTOM HINGE: 265mm MAXIMUM FROM BOTTOM OF HINGE TO BOTTOM DOOR EDGE.

7. PAINT ALL NEW HOLLOW METAL DOORS, SCREENS AND FRAMES AND NEW HOLLOW METAL WINDOW FRAMES, BOTH
SIDES, WITHIN THE PROJECT SCOPE OF WORK.

8. CONTRACTOR TO SITE VERIFY ALL EXISTING OPENINGS PRIOR TO FABRICATION OF DOOR AND WINDOW
REPLACEMENTS.

9. LIST OF ABBREVIATIONS:
TGL = SINGLE TEMPERED GLAZING UNITS.
CFG = CERAMIC FIRE GLASS UNITS.
IGU = INSULATED DOUBLE GLAZING UNITS.

     HM = HOLLOW METAL.
ALUM = ALUMINUM FRAME.
PNT = PAINT FINISH.

10. SITE VERIFY ALL EXISTING CONDITIONS PRIOR TO FABRICATION AND INSTALLATION OF NEW HOLLOW METAL DOOR
FRAMES, ALUMINUM FRAMED STOREFRONT DOOR AND SCREENS AND HOLLOW METAL WINDOW FRAMES.

GENERAL DOOR HARDWARE SCHEDULE  NOTES

3
A8.1

DOOR FRAME TYPE ELEVATION
1:50

6
A8.1

DOOR TYPE ELEVATIONS
1:50

4
A8.1

HOLLOW METAL FRAMED SCREEN ELEVATION TYPES
1:50

1
A8.1

PROPOSED GROUND FLOOR FINISHES AND FITMENTS PLAN
1:100

No. NAME
FLOOR BASE WALLS CEILING

MAT. FIN. EAST HEIGHTMAT. MAT. FIN. MAT. FIN.SOUTH WESTNORTH REMARKS
MAT. FIN. MAT. FIN. MAT. FIN.

ROOM FINISH SCHEDULE

8
A8.1

ROOM FINISHES SCHEDULE
N.T.S.

F9
BARRIER

FREE
WASHROOM

EX
CONC/
CONC

POR POR GB GB GBCWT CWTCWTCWT EX CMU/
CMU

POR - PORCELAIN FLOOR TILE
COLOUR: FIELD COLOUR - REFER TO
SPECIFICATIONS.
SIZE: 300mm x 300mm
INSTALLMENT: GRID TO GRID LAYOUT.

GENERAL ROOM FINISHES NOTES

RFL - RESILIENT SHEET TILE
SIZE: REFER TO SPECIFICATIONS.
COLOUR:  REFER TO SPECIFICATIONS.

LIST OF ACRONYMS - FINISHES PLAN AND SCHEDULE

ACT-N = NEW ACOUSTIC CEILING TILE AND T-BAR GRID SYSTEM.
EX ACT= EXISTING ACOUSTIC CEILING TILE AND T-BAR GRID SYSTEM TO REMAIN.
CWT = NEW CERAMIC WALL TILE. REFER TO INTERIOR ELEVATIONS FOR EXTENT OF WALL TILE SIZE, TYPE
AND LAYOUT.
CG = NEW CORNER GUARD ADHERED TO GYPSUM BOARD PARTITION CORNER .
PNT = PAINT FINISH.
POR = NEW PORCELAIN FLOOR AND TILE AND BASE TILE.
EX POR = EXISTING PORCELAIN FLOOR TILE TO REMAIN.
RFL = NEW RESILIENT FLOORING TILE.
EX RFL = EXISTING RESILIENT SHEET FLOORING TO REMAIN.
RB100 = NEW 100mm HIGH RUBBER WALL BASE.
EX RB = EXISTING 100mm HIGH RUBBER WALL BASE TO REMAIN.
GB = NEW GYPSUM BOARD FINISHED WALL.
CMU = NEW CONCRETE MASONRY WALL.
EX CMU = EXISTING CONCRETE MASONRY WALL.
EX GBD = EXISTING GYPSUM BOARD FINISH CEILING ASSEMBLY.
GBD-N = NEW GYPSUM BOARD FINISHED CEILING ASSEMBLY.
EX CONC = EXISTING CONCRETE SLAB-ON-GRADE FLOOR TO REMAIN.
CONC-N = NEW CONCRETE  SLAB-ON-GRADE FLOOR.
EX TERR = EXISTING TERRAZZO FLOORING TO REMAIN.
RCP = REFER TO REFLECTED CEILING PLAN ON A2.1.

LINE TYPE INDICATES LOCATION
OF CERAMIC WALL TILE (CWT).

CWT
NOTE: REFER TO INTERIOR
ELEVATIONS AND SPECIFICATIONS
FOR TYPE, SIZE AND
INSTALLATION PATTERN.

1. WHERE NEW FLOOR FINISHES ARE INDICATED TO BE INSTALLED, EXISTING GROUT, MASTICS AND
ADHESIVES ARE TO BE REMOVED FROM THE EXISTING CONCRETE FLOOR AND THE CONCRETE
FLOOR SLAB IS TO BE CLEANED AND MADE GOOD IN PREPARATION FOR THE INSTALLATION OF NEW
FINISHES.  GRIND EXISTING CONCRETE FLOOR AS REQUIRED.

2. WHERE NEW WALL BASE IS INDICATED TO BE INSTALLED, EXISTING MASTICS AND ADHESIVES ARE
TO BE REMOVED FROM THE EXISTING CONCRETE WALLS AND BASE.  SURFACES ARE TO BE
CLEANED AND MADE GOOD IN PREPARATION FOR THE INSTALLATION OF NEW FINISHES.

3. MAKE GOOD EXISTING CONCRETE FLOOR PRIOR TO INSTALLING NEW PARTITIONS.  WHERE EXISTING
WALLS ARE DEMOLISHED, MAKE GOOD EXISTING CONCRETE FLOOR IN PREPARATION FOR THE
INSTALLATION OF NEW FLOOR FINISHES. INSTALL NEW PARTITIONS ON CONCRETE FLOOR SLAB.

4. CLEAN, REPAIR AND MAKE GOOD ALL WALLS AFTER THE REMOVAL OF EXISTING WALL FINISHES,
FLOOR BASE AND ALL ASSOCIATED WALL FRAMING, IN PREPARATION FOR NEW WALL FINISH.

5. PAINT ALL EXPOSED NEW AND EXISTING ELECTRICAL CONDUITS AND PIPING.

6. PROVIDE FLOOR TRANSITION STRIPS BETWEEN DISSIMILAR FLOORING FINISHES.  REFER TO
SPECIFICATIONS FOR TYPE.

7. REFER TO INTERIOR ELEVATION DRAWINGS ON A6.1 AND A6.2 AND MILLWORK DRAWINGS A7.1 TO
A7.4 FOR ADDITIONAL NOTES AND DESCRIPTIONS.

8. PAINT ALL NEW HOLLOW METAL DOORS AND FRAMES ON BOTH SIDES.

9. REFER TO ELECTRICAL DRAWINGS FOR WALL AND CEILING MOUNTED FIXTURES AND FITMENTS.

10. CERAMIC WALL TILE (CWT) IS TO BE INSTALLED FROM TOP OF PORCELAIN BASE TO UNDERSIDE OF
FINISHED CEILING. REFER TO FLOOR FINISH DRAWING AND INTERIOR ELEVATIONS FOR LOCATIONS.

11. SITE VERIFY ALL EXISTING CONDITIONS AND SERVICES PRIOR TO INSTALLATIONS OF NEW FINISHES.

12. SITE VERIFY ALL UNDERGROUND SERVICES PRIOR TO CUTTING AND INSTALLATION. REFER TO
FLOOR PLANS AND MECHANICAL DRAWINGS FOR APPROXIMATE LOCATIONS.

13. REFER TO ROOM FINISH SCHEDULE DRAWING A8.1 FOR GENERAL ROOM FINISH SCHEDULE NOTES
AND ROOM FINISH SCHEDULE.

14. LOOSE FURNITURE, CHAIRS, AND TABLES ARE NOT IN CONTRACT AND ARE SUPPLIED AND INSTALLED
BY THE OWNER, UNLESS OTHERWISE NOTED IN THE DRAWINGS AND SPECIFICATIONS.

15. SUPPLY AND INSTALL NEW WINDOW SHADES AT EXISTING WINDOWS IN PRINCIPAL'S OFFICE F2,
SEMINAR ROOM F7 AND WORK ROOM F6 AND AT NEW WINDOW IN STAFF LOUNGE F8 AND AT ALL
WINDOWS AND SCREENS IN MAIN OFFICE F4 AND STAFF LOUNGE F8.  SITE VERIFY EXISTING
WINDOWS TO REMAIN.

16. REPAIR EXISTING TERRAZZO FLOORING IN FOYER F1 AS REQUIRED WHERE WALLS WERE
DEMOLISHED AND PROVIDE MATCHING TERRAZZO FLOORING TO SUIT.

FLOOR FINISHES PLAN NOTES AND LEGEND
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5
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DOOR HARDWARE
1:20

2
A8.1

HOLLOW METAL WINDOW TYPES
1:50

1-1/2 HINGE (PAIRS), LOCKSET, MASTER KEY, CYLINDER, KICK PLATE, FLOOR STOP

1-1/2 HINGE (PAIRS), LOCKSET, MASTER KEY, CYLINDER, KICK PLATE, OVERHEAD
STOP, ELECTRIC STRIKE, POWER DOOR OPERATOR, 2 WALL ACTUATORS, CLOSER.
REFER TO ELECTRICAL DRAWINGS AND HARDWARE LIST.
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STAFF
LOUNGE

GB/CMU/
EX CMU

CWT/
PNT

GB

GB

GB

GB

EX CMU

GB

GB

EX CMU

GB

GB

EX CMU

GB

GB

EX CMU/
GB

GB

GB

GB

EX CMU/
CMU

EX CMU/
CMU

GB

GB

GB GB

GB GB

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

PNT

GB EX CMU GB/
EX CMUPNT - CWT/

-
EX POR/

POR

RB 100

RB 100

RB 100

RB 100

RB 100

RB 100

RB 100

EX
CONC

EX
CONC

EX
CONC/
CONC

2413/
2350

2800

2440

2440/
2350

2440

2800

2800

2800/
2200

2440

EX TERR
ACT-N/
GBD-N

-/
PNT/
CWT

PROVIDE PAINT FINISH ON HOLLOW METAL DOORS AND FRAMES. PROVIDE NEW CERAMIC WALL TILE FINISH AT NEW GYPSUM BOARD FINISHED
PARTITION WALL AND PAINT FINISH AT NEW GYPSUM BOARD FINISHED BULKHEAD. REFER TO INTERIOR ELEVATIONS ON DRAWING 5/A6.2 AND
PROPOSED REFLECTED CEILING PLANS 4/A2.1 FOR SIZE AND SHAPE OF NEW GYPSUM BOARD BULKHEAD .  PROVIDE NEW PORCELAIN WALL BASE
AT FULL EXTENT OF NEW PARTITIONS AND AT NORTH CORRIDOR WALLS.

RFL

RFL ACT-N -

ACT-N -

RFL
ACT-N/
GBD-N

-/
PNT

PROVIDE RESILIENT SHEET FLOORING FINISHES. PROVIDE PAINT FINISH AT ALL WALLS, GYPSUM BOARD FINISHED BULKHEAD AND CEILING,
HOLLOW METAL DOOR AND FRAME. REFER TO INTERIOR ELEVATIONS ON DRAWING 6/A6.1.

RFL ACT-N -

RFL ACT-N - PROVIDE RESILIENT SHEET FLOORING AND RUBBER WALL BASE. PROVIDE PAINT FINISH AT ALL WALLS AND HOLLOW METAL DOORS AND FRAMES.
REFER TO INTERIOR ELEVATIONS ON DRAWING 3/A6.2.

RFL ACT-N -

RFL
ACT-N/
GBD-N

-/
PNT

ACT-N - PROVIDE PORCELAIN FLOOR TILE AND BASE. PROVIDE PAINT FINISH AT HOLLOW METAL DOOR AND FRAMES. PROVIDE CERAMIC WALL TILE AT ALL
WALLS. REFER TO INTERIOR ELEVATIONS ON DRAWING 5/A6.1 FOR LAYOUT OF CWT.

F10 WASHROOM
EX

CONC/
CONC

POR POR GB CWT CWT CMU GB CWT GB CWT 2440ACT-N - PROVIDE PORCELAIN FLOOR TILE AND BASE. PROVIDE PAINT FINISH AT HOLLOW METAL DOOR AND FRAME. PROVIDE CERAMIC WALL TILE AT ALL
WALLS. REFER TO INTERIOR ELEVATIONS ON DRAWING 4/A6.1 FOR LAYOUT OF CWT.

F11 WASHROOM
EX

CONC/
CONC

POR POR GB CWT CWT CMU/
EX CMU GB CWT GB CWT 2440ACT-N - PROVIDE PORCELAIN FLOOR TILE AND BASE. PROVIDE PAINT FINISH AT HOLLOW METAL DOOR AND FRAME. PROVIDE CERAMIC WALL TILE AT ALL

WALLS. REFER TO INTERIOR ELEVATIONS ON DRAWING 4/A6.1 FOR LOCATION OF TILES.

PNTHOLLOW
METAL PNTHOLLOW

METAL S-HM02 CFG

PNTHOLLOW
METAL PNTHOLLOW

METAL

PNTHOLLOW
METAL PNTHOLLOW

METAL

REFER TO HOLLOW METAL SCREEN ELEVATION
TYPE S-HM01 ON DRAWING 4/A8.1 FOR HOLLOW
METAL FRAMED SCREEN DETAILS AND DETAILS
ON 2/A8.2.

REFER TO HOLLOW METAL DOOR FRAME
DETAILS B, E, AND F ON DRAWING 2/A8.2. 1-1/2 HINGE (PAIRS), LOCKSET, MASTER KEY, CYLINDER, KICK PLATE, FLOOR STOP

REFER TO HOLLOW METAL SCREEN ELEVATION
TYPE S-HM02 ON DRAWING 4/A8.1 FOR
FIRE-RATED HOLLOW METAL FRAMED SCREEN
DETAILS.   REFER TO DETAILS ON 1/A8.2.

REFER TO HOLLOW METAL DOOR FRAME
DETAILS B, E, AND F ON DRAWING 2/A8.2.

1-1/2 HINGE (PAIRS), LOCKSET, MASTER KEY, CYLINDER, KICK PLATE, OVERHEAD
STOP.

REFER TO FIRE-RATED HOLLOW METAL DOOR
FRAME DETAILS I, F, AND H ON DRAWING 1/A8.2.
REFER TO PLAN DETAILS ON 7/A6.1.

1-1/2 HINGE (PAIRS), LOCKSET, MASTER KEY, INTERFACE BOX, CYLINDER, KICK
PLATE, OVERHEAD STOP, ELECTRIC STRIKE, POWER DOOR OPERATOR, 2 WALL
ACTUATORS, CLOSER. REFER TO ELECTRICAL DRAWINGS AND HARDWARE
SPECIFICATIONS.

REFER TO HOLLOW METAL DOOR FRAME
DETAILS B, E, AND F ON DRAWING 2/A8.2. 1-1/2 HINGE (PAIRS), LOCKSET, MASTER KEY, CYLINDER, KICK PLATE, FLOOR STOP.

1-1/2 HINGE (PAIRS), LOCKSET, MASTER KEY, CYLINDER, KICK PLATE, OVERHEAD
STOP.

REFER TO FIRE-RATED HOLLOW METAL DOOR
FRAME DETAILS L, N, AND Q ON DRAWING 1/A8.2
AND PLAN DETAILS ON 7/A6.1.

CONTINUOUS HINGE, LOCKSET, MASTER KEY, INTERFACE BOX, CYLINDER, KICK
PLATE, OVERHEAD STOP, ELECTRIC STRIKE, POWER DOOR OPERATOR, MOUNTING
PLATE, 2 WALL ACTUATORS, EMERGENCY PANIC SYSTEM, CLOSER. REFER TO
ELECTRICAL DRAWINGS AND HARDWARE SPECIFICATIONS.

CONTINUOUS HINGE, LOCKSET, MASTER KEY, CYLINDER, KICK PLATE, OVERHEAD
STOP.

REFER TO HOLLOW METAL DOOR FRAME
DETAILS H, J, AND I ON DRAWING 2/A8.2 AND
PLAN DETAILS ON 7/A6.1.

CONTINUOUS HINGE, LOCKSET, MASTER KEY, CYLINDER, KICK PLATE, OVERHEAD
STOP.

REFER TO HOLLOW METAL SCREEN ELEVATION
TYPE S-HM03 ON DRAWING 4/A8.1 FOR HOLLOW
METAL FRAMED SCREEN DETAILS.

CONTINUOUS HINGE, LOCKSET, MASTER KEY, CYLINDER, KICK PLATE, OVERHEAD
STOP, CLOSER.

3/4 HR

3/4 HR

3/4 HR

EX
CONC/
CONC

EX
CONC/
CONC

EX
CONC/
CONC

EX
CONC/
CONC

EX
CONC/
CONC

PNTPNT

PNTPNT

D08b - 50mm D3 IGU IGU2150mm
STAFF

LOUNGE S-AL011000mm
CLEAR

ANODIZEDALUM CONTINUOUS HINGE,  LOCKSET, MASTER KEY, CYLINDER, OVERHEAD STOPREFER TO ALUMINUM CURTAIN WALL SCREEN
DETAILS ON DRAWING 6/A4.2.

CLEAR
ANODIZEDALUM

F16 LIBRARY EX
CONC EX RFL EX RB/

RB 100 EX CMU - -/
PNT

EX CMU/
GB

EX CMU/
CMU/

GB
PNT - - 2700EX ACT -

REMOVE AND REINSTALL EXISTING ACOUSTIC CEILING TILE ASSEMBLY AS REQUIRED TO COMPLETE THE WORK.  REMOVE EXISTING RUBBER WALL
BASE AS REQUIRED TO COMPLETE THE WORK ON THE NORTH AND EAST WALLS.  INSTALL NEW RUBBER WALL RB 100 TO MATCH EXISTING WALL
BASE.  INSTALL NEW RUBBER WALL BASE AT BASE OF RELOCATED MILLWORK SHELVING UNITS, AT NEW PARTITIONS AND AT EXISTING/NEW WALL
TO CORRIDOR.

PROVIDE RESILIENT SHEET FLOORING AND RUBBER WALL BASE. PROVIDE PAINT FINISH AT ALL WALLS AND HOLLOW METAL DOORS AND FRAMES.
REFER TO INTERIOR ELEVATIONS ON DRAWING 4/A6.2.

PROVIDE RESILIENT SHEET FLOORING AND RUBBER WALL BASE. PROVIDE PAINT FINISH AT ALL WALLS AND HOLLOW METAL DOORS AND FRAMES.
REFER TO INTERIOR ELEVATIONS ON DRAWING 1/A6.2.

PROVIDE RESILIENT SHEET FLOORING AND RUBBER WALL BASE. PROVIDE PAINT FINISH AT ALL WALLS AND HOLLOW METAL DOORS AND FRAMES.
REFER TO INTERIOR ELEVATIONS ON DRAWING 2/A6.2.

PROVIDE RESILIENT SHEET FLOORING AND RUBBER WALL BASE. PROVIDE PAINT FINISH AT ALL WALLS AND HOLLOW METAL DOORS AND FRAMES.
REFER TO INTERIOR ELEVATIONS ON DRAWING 9/A6.1.

PROVIDE RESILIENT SHEET FLOORING AND RUBBER WALL BASE. PROVIDE PAINT FINISH AT ALL WALLS AND HOLLOW METAL DOORS AND FRAMES.
REFER TO INTERIOR ELEVATIONS ON DRAWING 8/A6.1.

GB PNT GB PNT GB PNT

TGL

CFG

TGL

TGL TGL

REFER TO HOLLOW METAL SCREEN ELEVATION
TYPE S-HM01 ON DRAWING 4/A8.1 FOR HOLLOW
METAL FRAMED SCREEN DETAILS AND DETAILS
ON 2/A8.2.

REFER TO HOLLOW METAL DOOR FRAME
DETAILS H, J, AND I ON DRAWING 2/A8.2 AND
PLAN DETAILS ON 7/A6.1.
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A. FIRE-RATED WINDOW JAMB AND SILL

FIRE RATED HOLLOW METAL
FRAME FILLED WITH
MORTAR.

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

EXISTING 1HR FIRE RATED
CONCRETE MASONRY INTERIOR
PARTITION WALL.

VISION PANEL TO CERAMIC
FIRE GLASS (CFG). REFER
TO DOOR SCHEDULE ON
DRAWING A8.1.

MASONRY ANCHOR
STRAPS TO EXISTING
MASONRY PARTITION.

C. FIRE-RATED SCREEN/WINDOW JAMB AND WINDOW SILL

FIRE-RATED HOLLOW
METAL FRAME PACKED
WITH INSULATION.

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

FIRE-RATED GYPSUM BOARD
WALL ASSEMBLY. REFER TO
CONSTRUCTION.

VISION PANEL TO CERAMIC
FIRE GLASS (CFG). REFER
TO DOOR SCHEDULE ON
DRAWING A8.1.

PROVIDE DOUBLE
STUDS TYP.

P7

D. FIRE-RATED SCREEN/
WINDOW HEAD

P7

FIRE-RATED GYPSUM BOARD
WALL ASSEMBLY. REFER TO
CONSTRUCTION.

PROVIDE DOUBLE
STUDS TYP.

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

FIRE-RATED HOLLOW
METAL FRAME PACKED
WITH INSULATION.

VISION PANEL TO CERAMIC
FIRE GLASS (CFG). REFER
TO DOOR SCHEDULE ON
DRAWING A8.1.

E. FIRE-RATED WINDOW JAMB

FIRE-RATED HOLLOW
METAL FRAME PACKED
WITH INSULATION.

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

VISION PANEL TO CERAMIC
FIRE GLASS (CFG). REFER
TO DOOR SCHEDULE ON
DRAWING A8.1.

P7

FIRE-RATED GYPSUM BOARD
WALL ASSEMBLY. REFER TO
CONSTRUCTION.

PROVIDE WOOD BLOCKING AS
REQUIRED AS PER
MANUFACTURER
RECOMMENDATIONS.

F. FIRE-RATED DOOR
HEAD WITH PDO

P7

FIRE-RATED GYPSUM BOARD
WALL ASSEMBLY. REFER TO
CONSTRUCTION.

PROVIDE DOUBLE
STUDS TYP.

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

FIRE-RATED HOLLOW
METAL FRAME PACKED
WITH INSULATION.

SURFACE MOUNTED
AUTOMATIC POWER
DOOR OPERATOR
SECURED ABOVE DOOR
HEADER LOCATION.
REFER TO ELECTRICAL
DRAWINGS.  REFER TO
FLOOR PLANS FOR
LOCATION OF POWER
DOOR OPERATOR.

FIRE RATED HOLLOW METAL
DOOR. REFER TO DOOR
SCHEDULE  ON DRAWING A8.1
FOR TYPE OF DOOR.

FIRE RATED HOLLOW
METAL DOOR. REFER TO
DOOR SCHEDULE  ON
DRAWING A8.1 FOR TYPE
OF DOOR.

FIRE RATED HOLLOW
METAL FRAME FILLED
WITH MORTAR.

VISION PANEL TO CERAMIC
FIRE GLASS (CFG). REFER
TO DOOR SCHEDULE ON
DRAWING A8.1.

G. FIRE-RATED INTERMEDIATE MULLION

I. FIRE-RATED DOOR JAMB
FIRE-RATED HOLLOW
METAL FRAME PACKED
WITH INSULATION.

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

FIRE-RATED GYPSUM BOARD
WALL ASSEMBLY. REFER TO
CONSTRUCTION.

PROVIDE DOUBLE
STUDS TYP.

P7

FIRE RATED HOLLOW METAL
DOOR. REFER TO DOOR
SCHEDULE  ON DRAWING A8.1
FOR TYPE OF DOOR.

O. FIRE-RATED SCREEN JAMB

1HR FIRE RATED CONCRETE
MASONRY INTERIOR PARTITION
WALL. REFER TO
CONSTRUCTION ASSEMBLY.

P1A

FIRE RATED HOLLOW
METAL FRAME FILLED
WITH MORTAR.

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

FIRE RATED HOLLOW METAL
DOOR. REFER TO DOOR
SCHEDULE  ON DRAWING A8.1
FOR TYPE OF DOOR.

MASONRY ANCHOR CLIP.

1HR FIRE RATED CONCRETE MASONRY
INTERIOR PARTITION WALL. REFER TO
CONSTRUCTION ASSEMBLY.

P1A

STEEL BEAM LINTEL. REFER TO
STRUCTURAL DRAWINGS.

FIRE RATED HOLLOW METAL
FRAME FILLED WITH
MORTAR.

FIRE-RATED DOOR. REFER TO
DOOR SCHEDULE ON DRAWING
A8.1 FOR TYPE OF DOOR.

L. FIRE-RATED DOOR
HEAD WITH PDO

CONTINUOUS SEALANT
AND BACK ROD ON BOTH

SIDES (TYP.)

SURFACE MOUNTED
AUTOMATIC POWER
DOOR OPERATOR
SECURED ABOVE DOOR
HEADER LOCATION.
REFER TO ELECTRICAL
DRAWINGS.

1HR FIRE RATED CONCRETE MASONRY
INTERIOR PARTITION WALL. REFER TO
CONSTRUCTION ASSEMBLY.

P1A

STEEL BEAM LINTEL. REFER TO
STRUCTURAL DRAWINGS.

FIRE RATED HOLLOW METAL
FRAME FILLED WITH
MORTAR.

FIRE-RATED DOOR. REFER TO
DOOR SCHEDULE ON DRAWING
A8.1 FOR TYPE OF DOOR.

K. FIRE-RATED DOOR
HEAD

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

FINISHED FLOOR

FIRE RATED HOLLOW METAL SILL.
SECURED TO FLOOR ASSEMBLY
WITH FLOOR ANCHOR CLIP.
FILL SOLID WITH MORTAR.

FLOOR ANCHOR CLIP
BEYOND AT BOTH JAMBS.

VISION PANEL TO BE
CERAMIC FIRE GLASS (CFG).
REFER TO DOOR SCHEDULE
ON DRAWING A8.1

R. FIRE RATED
SCREEN SILL

FINISHED FLOOR

FLOOR ANCHOR CLIP
BEYOND AT BOTH JAMBS.

Q. FIRE RATED
DOOR SILL

FIRE RATED HOLLOW METAL
DOOR. REFER TO DOOR
SCHEDULE  ON DRAWING A8.1
FOR TYPE OF DOOR.

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

FIRE RATED HOLLOW METAL
FRAME FILLED WITH
MORTAR.

VISION PANEL TO CERAMIC
FIRE GLASS (CFG). REFER
TO DOOR SCHEDULE ON
DRAWING A8.1.

P8

1HR FIRE RATED CONCRETE
MASONRY UNIT. FILL CORES
SOLID WITH GROUT.

B. FIRE-RATED
WINDOW SILL

T. FIRE-RATED SCREEN SILL

P7

FIRE-RATED GYPSUM BOARD
WALL ASSEMBLY. REFER TO
CONSTRUCTION.

PROVIDE DOUBLE
STUDS TYP.

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

FIRE-RATED HOLLOW
METAL FRAME PACKED
WITH INSULATION.

VISION PANEL TO CERAMIC
FIRE GLASS (CFG). REFER
TO DOOR SCHEDULE ON
DRAWING A8.1.

FINISHED FLOOR

FLOOR ANCHOR CLIP
BEYOND AT BOTH JAMBS.

H.  FIRE RATED DOOR SILL

FIRE RATED HOLLOW METAL
DOOR. REFER TO DOOR
SCHEDULE  ON DRAWING A8.1
FOR TYPE OF DOOR.

FINISHED FLOOR

FIRE RATED HOLLOW METAL SILL.
SECURED TO FLOOR ASSEMBLY
WITH FLOOR ANCHOR CLIP.
FILL SOLID WITH MORTAR.

FLOOR ANCHOR CLIP
BEYOND AT BOTH JAMBS.

VISION PANEL TO BE
CERAMIC FIRE GLASS (CFG).
REFER TO DOOR SCHEDULE
ON DRAWING A8.1

J. FIRE-RATED SCREEN SILL

FIRE RATED HOLLOW METAL
DOOR. REFER TO DOOR

SCHEDULE  ON DRAWING
A8.1 FOR TYPE OF DOOR.

FIRE RATED HOLLOW
METAL FRAME FILLED
WITH MORTAR.

VISION PANEL TO CERAMIC FIRE
GLASS (CFG). REFER TO DOOR
SCHEDULE ON DRAWING A8.1.

P. FIRE-RATED INTERMEDIATE MULLION

N. FIRE-RATED DOOR JAMB

1HR FIRE RATED CONCRETE
MASONRY INTERIOR PARTITION
WALL. REFER TO
CONSTRUCTION ASSEMBLY.

P1A

FIRE RATED HOLLOW
METAL FRAME FILLED
WITH MORTAR.

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

MASONRY ANCHOR CLIP.

VISION PANEL TO CERAMIC
FIRE GLASS (CFG). REFER
TO DOOR SCHEDULE ON
DRAWING A8.1.

1HR FIRE RATED CONCRETE
MASONRY INTERIOR PARTITION
WALL. REFER TO CONSTRUCTION
ASSEMBLY.

P1A

STEEL BEAM LINTEL. REFER TO
STRUCTURAL DRAWINGS.

FIRE RATED HOLLOW METAL
FRAME FILLED WITH
MORTAR.

M. FIRE-RATED SCREEN
HEAD

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

VISION PANEL TO CERAMIC
FIRE GLASS (CFG). REFER
TO DOOR SCHEDULE ON
DRAWING A8.1.

EXISTING 1HR FIRE RATED
CONCRETE MASONRY INTERIOR
PARTITION WALL.

FIRE RATED HOLLOW
METAL FRAME FILLED
WITH MORTAR.

VISION PANEL TO CERAMIC
FIRE GLASS (CFG). REFER
TO DOOR SCHEDULE ON
DRAWING A8.1.

S. FIRE-RATED INTERMEDIATE MULLION

MASONRY ANCHOR CLIP.

P6

GYPSUM
BOARD

FINISHED
WALL

ASSEMBLY.
REFER TO

CONSTRUCTION.

A. SCREEN HEAD

P2

GYPSUM BOARD FINISHED
WALL ASSEMBLY. REFER TO
CONSTRUCTION.

PROVIDE DOUBLE
STUDS TYP.

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

HOLLOW METAL FRAME

VISION PANEL TO
TEMPERED GLASS (TGL).
REFER TO DOOR SCHEDULE
ON DRAWING A8.1.

B. DOOR HEAD

P2
PROVIDE DOUBLE
STUDS TYP.

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

REFER TO DOOR
SCHEDULE  ON DRAWING
A8.1 FOR TYPE OF DOOR.

GYPSUM BOARD FINISHED
WALL ASSEMBLY. REFER
TO CONSTRUCTION.

HOLLOW METAL FRAME

REFER TO DOOR SCHEDULE ON
DRAWING A8.1 FOR TYPE OF DOOR.

HOLLOW METAL FRAME.

VISION PANEL TO
TEMPERED GLASS (TGL).
REFER TO DOOR SCHEDULE
ON DRAWING A8.1.

C. INTERMEDIATE MULLION

FINISHED FLOOR

FLOOR ANCHOR CLIP
BEYOND AT BOTH JAMBS.

E. DOOR SILL

HOLLOW METAL DOOR.
REFER TO DOOR SCHEDULE
ON DRAWING A8.1 FOR TYPE
OF DOOR.

FINISHED FLOOR

HOLLOW METAL SILL. SECURED
TO FLOOR ASSEMBLY WITH
FLOOR ANCHOR CLIP.

FLOOR ANCHOR CLIP
BEYOND AT BOTH JAMBS.

G. SCREEN SILL

VISION PANEL TO TEMPERED
GLASS (TGL). REFER TO DOOR
SCHEDULE ON DRAWING A8.1.

D. SCREEN JAMB

HOLLOW METAL FRAME

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

PROVIDE DOUBLE
STUDS TYP.

P2

VISION PANEL TO
TEMPERED GLASS (TGL).
REFER TO DOOR SCHEDULE
ON DRAWING A8.1.

GYPSUM BOARD FINISHED
WALL ASSEMBLY. REFER TO
CONSTRUCTION.

F. DOOR JAMB

HOLLOW METAL FRAME

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

PROVIDE DOUBLE
STUDS TYP.

P2

GYPSUM BOARD FINISHED
WALL ASSEMBLY. REFER TO
CONSTRUCTION.

REFER TO DOOR SCHEDULE
ON DRAWING A8.1 FOR TYPE
OF FIRE RATED DOOR.

CONCRETE MASONRY
INTERIOR PARTITION WALL.
REFER TO CONSTRUCTION
ASSEMBLY.

P1

STEEL BEAM LINTEL. REFER TO
STRUCTURAL DRAWINGS.

HOLLOW METAL FRAME

HOLLOW METAL DOOR. REFER
TO DOOR SCHEDULE ON
DRAWING A8.1 FOR TYPE OF
DOOR.

H. DOOR HEAD

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

FINISHED FLOOR

FLOOR ANCHOR CLIP
BEYOND AT BOTH JAMBS.

I. DOOR SILL

HOLLOW METAL DOOR.
REFER TO DOOR SCHEDULE
ON DRAWING A8.1 FOR TYPE
OF DOOR.

J. DOOR JAMB CONCRETE MASONRY INTERIOR
PARTITION WALL. REFER TO
CONSTRUCTION ASSEMBLY.

P1

HOLLOW METAL FRAME

CONTINUOUS SEALANT
AND BACK ROD ON BOTH
SIDES (TYP.)

REFER TO DOOR SCHEDULE
ON DRAWING A8.1 FOR DOOR
TYPE.

MASONRY ANCHOR CLIP.

BULLNOSE CONCRETE
BLOCK. TYPICAL ABOVE
FIRST COURSE.

EXTEND BULLNOSED
CONCRETE BLOCK TO
FLOOR

WRAP RESILIENT BASE
AROUND BULLNOSED
CORNER.

DETAIL AT RESILIENT RUBBER BASE

SQUARE CORNER PIECE
PORCELAIN TILE. REFER TO

ROOM FINISH SCHEDULE.

STANDARD SQUARE CORNER
CONCRETE BLOCK, FIRST
COURSE ONLY.
GRIND PORTION ABOVE BASE
TO MATCH BULLNOSED
CONCRETE BLOCK.

BULLNOSE CONCRETE BLOCK.
TYPICAL ABOVE FIRST COURSE.

DETAIL AT PORCELAIN TILE BASE

DETAILS

AS NOTED

A8.2

no. issue date

drawing no.

drawing

project

ward99 project number

drawing scale
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